Notice to Bidders

Notice is hereby given that the County of Webb is currently accepting bids for
Rehabilitation of homes in Colonia Pueblo Nuevo, Webb County, Texas. The bids are for
the rehabilitation of five (5) homes. The work includes electrical, plumbing, roofing,
framing, and carpentry (sheet-rocking, tape, float, and painting).

Bids must be submitted in sealed envelopes to the office of the Webb County Clerk.
Sealed envelopes must be marked (Sealed Bid) with bid numbered and service on the
front lower left-hand corner of envelope. The project numbers for the two homes are as
follows:

Bid 2014-2 Rehabilitation on homes

TDA-Rehab-06 (105 W. Maria Elena)
TDA-Rehab-07 (117 W. Ozuna)
TDA-Rehab-08 (133 E. Ozuna)
TDA-Rehab-09 (122 W. Alvarado)
TDA-Rehab-10 (127 Ranch Rd.)
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Mark envelope with respective bid project numbers on lower left hand corner.
Bid must be hand delivered on mailed to the following location:

Webb County Clerk
Webb County Justice Center
1110 Victoria St., Suite 201

Laredo, Texas 78042

A mandatory pre-bid opening will be held March 10, 2014 at the Webb County Self-
Help Center at 9:30 am. Contractors may visit proposed job site at this time.

Bids must be delivered no later than March 19, 2014 by 2:00 P.M. at which time all
bids received will be opened and read to the public, Bids not received before the time
specified will not be considered.

Bid documents, plans and specifications may be obtained at the web-site
www.webbcountytx.gov under Purchasing Agent, Public Notice and RFP’s; any
questions please contact Leticia Gutierrez, Administrative Assistant by email at
lgutierrez@webbcountytx.gov and Arnoldo Cervantes Construction  Coordinator
acervantes@webbcountytx.gov 8116 Hwy 359 at the Self-Help Center office (956) 728-
1481.

Bids will be awarded by project numbers. The County of Webb reserves the right to
reject any and all bids, or to select the lowest and best bid that will serve in the best
interest of Webb County.

Cecilia Moreno., Webb County Purchasing Agent

Advertise on Feb 27, 2014, March 6, 2014, and Mar 10, 2014



WEBB COUNTY
HOUSING REHABILITATION
BID PACKAGE

1. NOTICE TO BIDDERS

2. BID INVITATION (MUST BE SIGNED)

3. INSTRUCTION TO BIDDERS (Must Read)

« BIDDERS QUALIFICATIONS (Read)
« BID BOND MUST BE SUBMITTED

4. CONTRACTOR ELIGIBILITY REQUIREMENTS (MUST BE SUBMITTED)

= PROOF OF FINANCIAL CAPACITY AND CREDITY HISTORY
(INCLUDE LETTER OF REFERENCE FROM BANK)

e PROOF OF INSURANCE COMPLIANCE. GENERAL LIABILITY
POLICY OF AT LEAST ONE HUNDRED THOUSAND DOLLARS
($100,000.00)

= DOCUMENTATION OF WORK HISTORY (INCLUDE LETTER OF
RECOMMENDATION FROM (3) THREEE PREVIOUS
CONSTRUCTION JOBS.

5. INFORMATION REQUEST FORM (MUST BE SIGNED AND
NOTARIZED)
6. FEDERAL LABOR STANDARDS PROVISIONS (Read)

7. REHABILITATION BID FORM (MUST BE PROVIDED IN BID FORM

AND SIGNED)

8. PLANS (REVIEW)

9. SPECIFICATIONS BY LOCATION/TRADE (ALLSPECIFICATIONS
MUST BE SUBMITTED WITH PRICING AND SIGNATURES,

10.PROOF OF NO DELIQUENT TAXES OWED TO WEBB COUNTY (Must
be signed)

11.CONFLICT OF INTEREST (Must be signed)

12. CERTIFICATION OF DEBARRMENT (Read)

13.REFERNCES FORM (Must be submitted)




INSTRUCTIONS TO BIDDERS FOR CONSTRUCTION

12. DPENING OF BIDS
The locality shall, at the time and place fixed for the opening of bids, open each bid and publicly
read it aloud, irrespective of any irregularities therein. Bidders and other interested individuals
may be present.

13. WITHDRAWL OF BIDS
Bidder may withdraw the bid before the time fixed for the opening of bids, by communicating
his purpose in writing to Webb County. Upon receipt of such notice, the unopened bid will be
returned to the bidder. The bid guaranty of any bidder withdrawing his bid will be returned
promptly.

14, AWARD OF CONTRACT/REIECTION OF BIDS
a. The contract will be awarded to the responsive, responsible bidder submitting the
lowest/best bid. The bidder selected will be notified at the earliest possible date. Webb
County reserves the right to reject any or all bids and te waive any informality in bids
recelved where such rejection or waiver is in its interest,
b. Webb County reserves the right to consider as unqualified to do the work any bidder
who does no habitually perform with his own forces the major portions of the work
involved in canstruction of the improvements embraced in this contract.

15. EXECUTION OF AGREEMENT/PERFORMANCE AND PAYMENT BONDS

8. Performance and Payment Bonds, requires all prime contractor which enter into a
formal contract in excess of $25,000.00 with the State, any department, board, agency,
municipality, county, school district or any division or subdivision thereof, to obtain a
Payment Bond in the amount of the contract before commencing with work and a
Performance Bond for public warks contracts in excess of §100,000.00,

b. The failure of the successful bidder to execute the agreement and supply the required
bonds within ten (10} days after the prescribed forms are presented for signature, or
within such extended period such as Webhb County may grant, shall constitute a default
and Webb County, may at its option either award the contract to the next lowest
responsible bidder or re-advertise for bids. In either case, Webb County may charge
against the bidder the difference between the amount of the bid, and the amount for
which a contract is subsequently executed irrespective of whether this difference
exceeds the amount of the bid-bond. If a more favorable bid is received through re-
advertisement, the defaulting bidder shall have no claim against Webb County for a
refund.

16. WAGES AND SALARIES
Attention is particularly called to the requirement of paying not less than the prevailing Davis
Bacon Related Act (DBRA) wage rates specified in the Contract Documents. These rates are
minimums to be paid during the life of the contract. It is therefore the responsibility of the
Bidder to inform themselves as to local labor conditions.

17. EQUAL EMPLOYMENT OPPORTUNITY




INSTRUCTIONS TO BIDDERS FOR CONSTRUCTION

Attention is called to the requirements for ensuring that employees and applicants for

employment are not discriminated against because of their race, color, creed, sex, or national
origin,



CONTRACTOR ELIGIBILITY REQUIREMENTS

In order to qualify for bidding on any Webb County Housing Assistance projects,
contractors must provide the following:

1. Proof of Financial Capacity and Credit History (include letter of reference
from bank).

2. Proof of insurance compliance. General Liability Policy of at least one
hundred thousand dollars ($100,000.00).

3. Documentation of work history (include letter of recommendation from
previous construction jobs.

Please provide all information requested PRIOR to bid opening date. For
additional information please contact Arnoldo Cervantes, Construction
Coordinator @ (956)728-1481.

IMPORTANT NOTICE

Contractors must fill out all forms in bid packet. It is important that
contractors fill out the Bid Price Form in itemized form, since all
payment will be paid per item according to Bid Price Form. '



INFORMATION FORM

All questions must be answered and the data given must be clear and comprehensive.
THIS STATEMENT MUST BE NOTARIZED! If necessary, questions may be
answered on separate attached sheets. The bidder may submit any additional information
he desires,

Name and Address of Bidder:

Date QOrganized: Date Incorporated:

Number of years in contracting business under present name:

Contracts on hand:

Contracis Doliar Amount Start and Completion Date

Type of work performed by your company:
Have you ever failed to complete any work awarded to you?
Have you ever defaulted on a contract?

List the projects most recently completed by your firm. (Include project of similar
importance)

Project Dollar Amount Start and Completion Date

Major equipment available for this contract;




INFORMATION FORM

Attach resume(s) for the principal member(s) of your organization, including the officers
as well at the proposed superintendent for the project.

Credit available: § Bank Reference:

The undersigned hereby authorizes and requests any person, firm, or corporation to
furnish any information requested by the in verification
of the recitals comprising this statement of Bidder’s Qualifications.

Executed this day of , 2014

By:

(Signature) (Title)



Federal Labor Standards Provisions

U.8. Department of Housing
and Urban Development
Office of Labor Relations

Applicabllity

The Project or Program 1o which the construction work
covered by this contracl perlains Is belng assisted by ihe
" United States of America and the following Federal Labor
Standards Provisions are included In this Contract
pursuant to the provisions applicable to such Federal
assistance.

A. 1. (i} Minimum Wages. Al laborers and mechanics
emplayed or working upon the sile of the work, will be pald
unconditionally and nol less often than once @ week, and
without subsequent deduclion or rebate on any accounti
(excep! such payroll deduclions as are permitted hy
regulations issued by the Secretary of Labor under the
Copeland Act (28 CFR Part 3), the full amount of wages
and bona fide fringe benefits {or cash equivalents thereaf)
due al time of paymeni compuled at rates not less than
those wcontained in the wage determination of the
Secrelary of Labor which is attached hereto and made a
part hereof, regardless of any contraciual relatfonship
. which may be alleged lo exisi between the contractor and
such laborars and mechanics. Contributions made or
casls reasonably antlslpated for bona flde fringe benefits
under Section i{b}{2) of the Davis-Bacen Act on behalf of
lzborers or mechanics are consldered wages pald to such
laborers or machanics, subject to the provisions of 28 CFR
5.5(a}{1Hlv); aiso, regular conlributlons made or costs
incurred for more than a weekly period {but not iess often
than quarterly} under plans, funds, or programs, which
cover the particelar weekly period, are deemed to be
construclively made ar incurred during such weekly period,

Such laborers and mechanles shall be pald the approprlate
wage rate and fringe benefits on the wage determinalion
for the classification of work aclually performed, without
regard to skill, except as provided in 20 CFR 5.5{a)(4).
Labarers ur mechanics performing work in more than one
classiiication may be compensated at the rate specified for
each classificalion for the time actwally worked thereln:
Provided, That the employer's payroll records accurately
set forth the fime spent In each classification in which
work is performed. The wage determination (Including any
additional classification and wage rates conformed under
29 CFR 5.5(a)(1}{1) and the Davis-Bzcen poster (WH-
1321) shall be posted al all times by the contractor and its
subcontraclers at the site of the work in a prominent and
accessfble, place where it can be easily seen by the
workers.

{ii) (a) Any class of laborers or mechanics which is not
listed In the wage determination and which s to be
employed under the coniract shall be classified In
conformance with the wage determination. HUD shall
approve an addilional classification and wage rate and
fringe benefits therefor only when the following ecrlteria
have baen met;

(1) The work to be performed by the classification
requested 1s not performed by a classification in the wage
datermination; and

(2} The classiffcation Is ulllized In the area by the
construction industry; and

{3} The proposed wage rate, including any bona fide
fringe benefils, bears a reasonable relationship to the
wage rates contained in the wage determination. '

{b) if the contraclor and the laborers and mechanics to be
employed in the classification (W known), or their
represenlalives, and HUD or Nis designee agree on the
classification and wage rale (Includlng the amount
designated for fringe benaills where appropriale), a report
of the action taken shali be sent by HUD or ils designen lo
lhe Adminislralor of the Wage and Hour Civislaon,
Employment Standards Adminisiration, U.5. Department of
Labor, Washington, D.C. 20210. The Administralor, or an
authorized representative, will approve, modify, or
disappreve every addltional classification action within 30
days of receipt and so advise HUD or its designee or will
natify HUD or Jts designee within the 30-day period that
additionai time Is necessary. {(Approved by the Office of
Management and Budgel under OMB conlrol number 1215-
0140.)

{c} In the event the contractor, the laborers or mechanlcs
tc be employed In the classification aor thelr
representailves, and HUD or its designee do not agree on
the proposed classification and wage rate {including the
amount designated for fringe beneflts, where appropriate),
HUD or its deslgnee shall refer the guestions, including
ithe views of all interested parlies and the recommendation
of HUD or Mts designes, 1n the Administrator for
determination. The Adminisirator, of an authorized
represenlative, will Issue & determination within 30 days of
recelpt and so advise HUD or Hs deslonee or will notify
HUD or lts designee within the 30-day period that
additional {ime Is necessary. {(Approved by the Office of
Management and Budget under OMB Contral Number
1215-0440.)

{d} The wage rate (including fringe benefits whare
appropriate} determined pursuant to subparagraphs
{1){i{b) or (c) of this paragraph, shall be paid to all
workers performing work in the classification under thls
contract from the first day an which work Is performed in
the classificalion.

{Hi} Whenever the minimum wage rate prescribed in the
cantract for a class of laborers or mechanics Includes a
fringe benefil which Is not expressad a& an hourly rate, the
contraclor shall either pay the benefll as sialed In ihe
wage delermination or shall pay another bona fide fringe
beneflt or an bourly cash equivalent thereof.

(iv} If the contractor does nol make payments 1o a trustee
or ather third person, the contraclor may consider as part
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WEBB COUNTY Office: 1600 Washington

Economic Development Lareds, Texas 76010
I T2 2t p Phone (956) 523-4609
Bid Invitation

Fax: (956) 523-5064

Project #

Gentlemen:

The bid in compliance with the Notice to Bidders for construction of this project,
having examined the plans, and specifications with related documents and having
examined the site and all conditions affecting the work, I hereby propose to furnish all
labor, materials, equipment and services to construct the projects indicated above In
accaordance with contract documents for the sum(s) listed above.

The bidder if awarded the contract agrees to commence work within ten (10
consecutive calendar days from date of Notice to Proceed.

It is understood that if accepted by Owner/Webb County reserves the right to reject
any or all bids and walve irregularities, formalities, or to accept all bids considerad
advantageous.

The undersigned agrees that he will not withdraw this proposal for a period of forty-five
(45) days from the date thereof.

Contractor’s Name

Address

Phcne

Signature Date

Attention Contractor:
The Owner/Webb County reserves the right to select one contractor for each

base bid.



INSTRUCTIONS TO BIDDERS FOR CONSTRUCTION

1. USE OF SEPARATE BID FORMS
These contract documents include a complete set of bid and contract forms which are for the
convenience of the bidders and are not ta be detached from the contract document, completed
or executed. Separate bid forms ar provided far your use.

2. INTERPRETATIONS OF ADDENDA

No oral interpretations will be made to any bidder. Each request for an interpretation shall be
made In writing to the locality or engineer nio less than seven(7) days prior to the bid opening.
Each interpretation made will be in the form of an addendum to the contract documents and
will be distributed to all parties holding contract documents no less than five (5) days prior to
the bid ovpening. It is however, the bidder’s responsibility to make inquiry as to any addenda
issued. Ail such addenda shall become part of the contract documents and ali bidders shall be
bound by such addenda, whether or not received by the bidders.

3. INSPECTION OF SITE
Each bidder should visit the site of the proposed work and fully acquaint himself with the
existing conditions there and should fully inform himself as to the facilities involved, the
difficulties and restrictions attending the:performance of the contract. The bidder should
thoroughly examine and familiarize himself with the drawings, technical specifications and all
the other contract decuments. The contractor by the execution of the contract shali in no way
be relieved of any obligation under it due to his failure to receive or examine any form of legal
document or to visit the site of acquaint himself with the conditions there existing. The city/
county will be justified in rejecting any claim based on lack of inspections of the site prior to the
bid,

4. ALTERNATE BID ITEMS
No alternate bids or items will be considered uniess they are specifically requested by the
technical specifications.

5. BIDS

a. All bids submitted on the forms provided are subject to all reguirernents of the Contract
Documents, including the Drawings.

b.  All bids must be regular In every respect and no interlineations, excisions or special
conditions may be made or included by the bidder.

c. Bid documents, including the bid, the bid bond, and the statement of bidders'
qualifications shall be sealed in an envelope and clearly labeled with the words “Bid
Documents”, the project #, name of bidder, and the dzte and time of bid opening.

d. Webb County may consider as irregular any bid on which there is an alteration of or
departure from the bid form and, at its option reject any irregular bid,

e. If a contract is awarded, it will be awarded to 3 responsible bidder on the basis of the
lowest/best bid and the selected alternate bid items, if any. The contract will require the
campletion of the work in accordance with the contract documents.

6. BID MODIFICATIONS
a. Any bidder may modify his bid by telegraphic communication at any time prior to the
scheduled closing time for receipt of bids, provided such telegraphic communication is
received by Webb County prior to the closing time, and provided further, Webb County



7.

3.

10.

11.

INSTRUCTIONS TO BIDDERS FOR CONSTRUCTION

is satisfied that a written confirmation of the telegraphic modification over the signature
of the bidder was mailed prior to the closing time. The telegraphic communication
should not reveal the bid price but should provide the addition, subtractions, or other
modifications so that the final prices or terms will not be known by Webb County until
the sealed bid is opan. If written confirmation is not received within two (2} days from
the closing time, no consideration will be given to the telegraphic modification.

b. Likewise, any bidder may modify a bid by submitting a supplemental bid in person prior
to the scheduled closing time for receipt of bids. Such supplemantal should mention
only additions of subtractions to the original bid so as to not reveal the final prices or
terms to the locality until the sealed bid is open.

BID BOND
a. A bid bond in the amount of 5% of the base bid issued by an acceptable surety shall be
submitted with each bid. A certified check or bank draft payable to the locality or
negotiable U.S. Government Bonds.
b. The bid bond or its comparable will be returned to the bidder as soan as practical after
the opening of the bids.

STATEMENT OF BIDDERS QUALIFICATIONS

Each bidder shall submit on the form furnished for that purpose a statement of the bidders’
qualifications. Webh County shall have the right to take such steps as it deems necessary to
determine the ability of the bidder to perform his obligations under the contract, and the bidder
shall furnish to Webb County all such information and data for the purpose as it may request.
The right is reserved to reject any bid where an investigation of the available data does not
satisfy Webb County that the bidder is qualified to carry out properly the terms of the contract.

UNIT PRICE

The unit price for each of the several items in the bid shall included its pro rata share of
overhead so that the sum of the products obtained by multiplying the guantity shown for each
item by the unit price bid represents the total bid. Any bid not conforming to these
requirements may be rejected as informal, Special attention is drawn to this condition, as the
unit prices will be used to determine the amount of any change erders resulting from an
increase or decrease in quantities.

CORRECTIONS
Erasures or other corrections in the bid must be noted over the signature of the hidder.

JIME FOR RECEIVING BIDS

Bids received prior to the advertised hour of opening shall be kept securely sealed. The officer
appointed to open the bids shall decide when the specified time has arrived and no bid received
thereafter will be considered, except that when a bid arrives by mail after the time fixed for
opening, but before the reading of all other bids is completed, and its shown to the satisfaction
of Webb County that eh late arrival of the bid was solely due to delay in the mail for which the
bidder was not respunsmle, such bid will be received and considered.




of the wages of any laborer or mechanic tha amount of any
costs reasonably anticipaled In providing bana fide fringe
beneflls under a plan or program, Provided, Thal the
Secretary of Labor has found, upon the written request of
the contractor, that the applcoable standards of the Davis-
Bacon Act have been met. The Secretary of Labor may
require the contraclor lo set aside in & separate account
assets for the meeting of obiigations under the plan or
program. (Approved by the Office of Management and
Budget under OMB Control Number 1215-0140.)

2, Withholding. HUD or ils designee shall upon its awn
actlen or upon wriftan request of an aulhorized
representailve of the Department of Labor whhhold or
cause ito be withheld from the contractor under this
contract or any other Federal conlract with the same prime
. contractor, or any other Federally-assisted contract
subject to Davis-Bacon prevalling wage requirements,
which Is held by the same prime cenltractor so much of the
sccrued paymenis or advancss as may bea considered
hecessary to pay laborers and mechapics, Including
apprentices, tralnees and helpers, employed by the
contractor or any subcantractor the full amouni of wages
required by the cantract In the event of failure to pay any
laborer or mechanic, Tncluding any apprentice, iralnee or
heiper, employed or working en the slie of the work, all or
part of the wages required by the contract, HUD or its
designee may, afier writften nolice to the contractor,
sponsor, applicant, or ownar, take such action as may be
necessary lo ecause the suspension of any further
payment, advance, or guarantee of funds untll such
violations have ceased. HUD or its designee may, after
writlen notice to the coantractor, disburse such amounts
withheld for and on accoun{ of ihe conlractor or
subcontractor to the respective employees to whom they
are due. The Comptroller General shall make such
disbursements In the case of diract Davis-Bacon Act
contracls,

3. {I) Payrolls and basic records. Payrolls and basic
records relating thereto shall be mainlained by the
contractor during the course of the work preserved for a
peried of i{hree years thereafier for all lzborers and
mechanics working at the site of the work. Such records
shall contain the name, address, and social security
number of each such worker, his ar her correct
classiflcation, hourly rates of wages paid {Including rates
of contributions or cosls anficipated for bona fide fringe
banefils or cash equivalenis thereof of the types described
In Section I{b}{2}{B} of the Davis-bacon Act), dally and
weekly number of hours worked, deductions made and
actual wages pald. Whenever the Secretary of Labar has
found under 29 CFR 5.5 {a){1}{lv) that the wages of any
labaorer or machanic Include the amount of any costs
reasonably anticipated in providing benefits under a plan
or program described in Section I{b}{2}(B} of lhe Davis-
Bacon Act, the contracter shall maintzin records which
show that the commilment to provide sueh henefits Is
enforceable, that the plan or program Is finanelally
respensible, and that the plan or program has been

communicated In writlng io lhe |zborers or mechanics
affected, and records which show Lhe costs aplicipated aor
the actual cost Incurred In providing such benaflts.
Contraclors employing apprentices or trainees under
appraved programs shall maknlain wrilten avidance of the
registration of apprenticeship programs and certification of
trainee programs, the reglstration of the apprenlices and
trafnees, and the ratios and wage rales prescribed [n the
applicable programs. {Approved by Ihe Office of
Management and Budget under OMB Control Numbers
1215-0140 and 1215-0017.)

(i) (2) The contractor shall submit weekly for each week
In which any contract work is performad a copy af all
payrolls to HUD or its designee if the agency is a party to
the contract, but If the agency Is naot such a party, the
coatractor will submit the payrolls to the applicant

. Sponsor, or owner, as the case may be, for transmission lo

HUD or its designee. The payreils submitted shall set out
accurately and completely all of the Information required
lo be maintained under 28 CFR 5.5(a)(3)(I) except that full
social security numbers and home addresses shall not he
Inciuded on weekly lransmiltals. Insiead the payrolls shall
anly meed 1o Include an Individually ldentifying number for
esch employee (e.g., the last four diglts af the employes's
social securily number). The reguired weekly payroll
information may be submitled In any form desired.
Optional Form WH-347 is avallable for this purpose from
the Wage and Hour Division Web site atf
hitp:/www. dol. gav/esa/whdfiorms/iwh347insir.hitm  or  ils
successor sile. The prime contracior Is responsible for
the submission of copies of payrells by all subcontractors.
Contractors and subcontraclors shall maintain the full
sgclal securily number and current address of each
covered warker, end shall provide them upon request to
HUD or ils designee If the agency Is a parly to lhe
contract, but if {he agency is not such a parly, lhe
contractor will submit the payrolls o the applicant
sponsof, or owner, as the case may be, for transmission lo
HUD or its designee, the contractor, or the Wage and Hour
Divisten of lhe Department of Laber for purposes of anp
investigalion or audit of compllance with prevalling wage
requirements. i1 1s not & violatlon of this subparagraph for
a prlme contraclor to reguire a subcontractor lo provide
addresses and social security numbers {o the prime
contraclor for Its own records, without weekly subhmission
lo HUD or lls designee. (Approved by the Offlce of
Managemenl and Budget under OMB Conlro! Number
1215-0140.)

{b) Each payroll submitted shall be accampanled by a
“Btalement of Compllance,” signed by the centrazelor of
subcontractor ar his or her agant who pays or supervisas
the payment of the persons employed under the contract
and shall cerlify the following:

{1} That the payroll for the payroll peried contains the
infermalion required to be provided under 29 CFR 5.5
{a}(3)(il), the appropriale Information is belng maintained
under 289 CFR 5.5(a)(3){l), and that such information is
correcl and complefe;
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(2) That each laborer or mechanic (inciuding each helper,
apprentice, and irainee) employed on the contract during
the payroll period has been pald the full weekly wagas
earned, without rebate, sither directly or Indirectly, and
thal no deductions have been made elthar directly or
indirectly from the full wages earned, other than
permissible deductlons as set forth In 28 CFR Parl 3;

{3} That each [aborer or mechanic has been pald nol less
than the applicable wage rates and fringe benefits or cash
equivalents for the classification of work performed, as
specified in  the applicable wage detsrmination
incorporated into the contract.

(c) The weekly submission of a properly executed
ceriiflcatlon set forth on the reverse side of Optional Form
WH-347 shall salisfy the requirement for submission of the
“Slatement of Compliance” required by subparagraph
A 3.(IiMb}.

(d} The falsification of any of the above cerlifications may
subject the contractor or subconlracier te civll or criminai
prosecution under Section 1001 of Tile 18 and Section
231 of Title 31 of the United Stales Coda.

(i} The contractor or subconiraclor shall make the
records required under subparagraph A.3.() available for
inspaction, copylng, or transcription by authorized
representatives of HUD or ils designee or the Department
of Labor, =nd shall psrmit such representatives to
Interview employees during working hours on the joh. |f
the coniractor ar subcontraclor fails to submit the reguired
records or to make them avallable, HUD or Hs designee
may, afler wrltien nallce to the contractor, sponsor,
applicani or owner, lake such actien as may be necessary
ta cause the suspension of any further payment, advance,
ar guarantee of funds. Furthermaore, failure to submit the
required records upon reguaest or to make such records
available may be grounds for debarment action pursuant to
29 CFR 5.12.

4. Apprentices and Trainees.

(F) Apprentices. Apprentices will be permiited to work at
less than the pradetermined rate for the work they
performed when they are employed pursuznt to and
individually registered In a bona fide apprenticeship
pragrem reglslered wih the U.S. Department of Labor,
Employment and Training Adminisiration, Office of
Apprenticeship Tralning, Employer and Labor Services, or
with a Slate Apprenticeship Agency recognized by the
Offtce, or if a persen is employed in his or her first 50
days of probalionary employment as an apprentice in such
an apprenticeship program, who fis not individuaHy
registered in the program, but who has been cerlified by
the Office of Apprenticeship Trainlng, Empioyer and Lahor
Services or a GStale Appranliceship Agency (whers
appropriaie) to be eligible for probalienary employmenl as
an apprentice. The allawable ratic of apprentices 1o
journeymen on tha job sile in any craft classification shall
not be greater than the ratlo permilted to the contrsclar as
to the entire work force under the registered program. Any
worker listed on a payroll at an apprentice wage rate, who

Is nol registered or otherwlse employed as staled above,
shall be paid not less than the applicable wage rate an the
wage detsrmination for the classiiication of work actually
performed. In additien, any apprentice performing work on
the jeb slle in excess of the ratlo permitied under the
regislered program shall be pald not less Lhan lhe
applicable wage rale on the wage determination for the
work actually performed. Where a contractor is performing
construction on a project in a localily other than that in
which Its program Is registered, the ratios and wage rates
{expressed In percenlages of the Journeyman's hourly
rate) specified In the coniracter's or subconiractor's
reglstered program shall be observed. Every apprentice
must be pald at not Iess than the rate specified in the
reglstered program for the apprentice’s laval of progress,
expressed as a percentage of the journeymen hourly rate
specifled in  the applicable wags determination.
Apprentices shall be pald fringe benefits in accordance
with tha provisions of the apprenticeship program. If the
apprenticeship program does not specify fringe benefits,
apprentices musl be paid the full amount of fringe benefils
listed on ihe wsge determination for the applicable
classification, If the Administrator determines that a
differen! practice prevails for the applicable apprentice
classification, fringes shall be paid in accordance with that
determinalion. In the event the Offlce of Apprenticeship
Training, Employer and Labor Services, or a Stale
Apprenticeshlp  Agency recognized by the Office,
withdraws approval of an apprenticeshlp program, the
contractor wlil no longer be permitted 1o ulilize
apprentices at less than the appllcable predetermined rate
for the work performad until an acceptable program is
approved,

(ity Trainess. Except as provided in 28 CFR 5.15,
trainees will nol be permilted lo work at less than Llhe
predelermined rale for the work performed unless they are
employed pursuant 'te and individually registered in a
program whleh has recetved prior aparoval, evidenced by
formal certification by the U.S. Departmeni of Labar,
Emplayment and Tralning Administration. The ratio of
trainees to Journeymen on the job site shall not be greater
than permilled wunder the plan approved by the
Employment and Trzining Administration, Every tralnes
must be pald at not less than the rate specified in the
approved program for the tralnee's fevel of progress,
expressed as a percentage of the Journeyman hourly rale
specifled In the applicable wage determination. Trainees
shall be paid fringe benefils in accordance with the
provisions of the trainee program. If the trainee program
does noi mention fringe benefits, tralnees shall be paid
the full amoun! of fringe benefils listed on the wage
determinatlen unless the Adminisirator of the Wage and
Hour Bivislon determines that there [s an apprenticeship
program assoclated wilth the corresponding journeyman
wage rate on lhe wage delermination which pravides for
less than full fringe benefils for apprentices. Any
employee listed on 1he payroll at a trainee rate who Is not
registered and participating in a training plan approved by

Previous editions are absolgie
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ihe Emplayment and Training Administralion shall be paid
not less thap the applicable wage rate on the wage
determinalion for the wark actually performed, In additlon,
any trainee performing work on the job sHe In excess of
the ratio permitted under Lhe registersd program shall be
pald nol less than the applicable wage rale on the wage
‘determination far the work actually performed. In the
event the Employmenl and Tralning Administralion
withdraws appraval of a Iraining program, the contractor
will ne longer be permitted to utllize trainees at less than
ihe applicable predetermined rate for the work performed
unill an acceptable program Is approved.

{ii7) Equal employment opportunity. The utllization of
apprentices, trainees and journeymen under 29 CFR Parl §
shall be In confarmity with the equal employment
opportunily requirements of Executlve Order 11246, as
amended, and 29 CFR Part 30.

5. Compliance with Copeland Act requirements. The
contractar shall comply with the requirements of 28 CFR
Part 3 which are Incorporaled by reference in (his contract

6. Subcontracts. The contractor or subecontractor wiil
insert in any subcontracts the clauses contained in
subparagraphs 1 thrgugh 11 In this paragraph A and such
other clauses as HUD or its designee may by appropriate
Instructions require. and a copy nf the applicabla
prevailing wage decision, and also a clause requiring the
subcentractors to Include {hese clauses In any lower tler
subcontracts. The prime conlraclor shall be respansible
for the compllance by any subcontractor or lower Her
subcontractor with all the conlract clauses In  this
paragraph.

7. Contract termination; debarmaent, A breach of the
contract clauses In 28 CFR 5.5 may be grounds for
terminalion of the contract and for debarment g5 a
contracter and a subconiraclor as provided in 29 CFR
§.12.

8. Compliance with Davis-Bacon and Related Act Requirements,
All rilings and [nterprelations of the Davis-Bacon and
Relaled Acts contained in 29 CFR Parts 1, 3, and 5 are
hereln Incorporated by reference in this contract

9. Disputes concerning labor standards, Dispules
arising out of the l|abor standards provisions of this
cantract shall not be subject to the general disputes
clause of this centracl. Such disputes shall be resslved in
accordance with lhe procedures of the Department of
Laber set forth in 29 GFR Parts 5, &, and 7. Disputes
within the meaning of this clsuse include dispules belween
the contractor {or any of its subcontractors} and HUD or
its deslgnee, the U.S. Departmeni of Laber, or the
emplayees or their representatives.

10, (i) Certification of Eligibility. By entering Into this
coniract the contractor certifies that neither i1 (nor he or
she} nor any person or firm who has an inierest In lhe
contractar's firm Is a person or flrm ineligible io be
awarded Governmenl contracts by virtue of Section 3(a} of
tha Davils-Bacen Act or 28 CFR 5.12(a}{1} or to be

awarded HUD conlracts or participale in HUD proegrams
pursuani to 24 CFR Part 24.

{1i) No part of this contracl shall be subcontractad o any
person or firm Ineligible for award of & Government
contracl by virtue of Section 3{s) of the Davis-Bacon Act
or 28 CFR 5.12(a){1) or to be awarded HUD contracts or
particlpate in HUD programs pursuant to 24 GFR Part 24.

{(itf) The penalty for making false statements is prescribed
in the U.S. Criminal Code, 18 U.S.C. 1001. Additianally,
U.8. Criminat Caode, Section 1 01 0, Title 18, U.5,C.,
“Federal Housing Administration transaclions”, provides in
part: *“Whoever, for the purpose of , . | Influencing in any
way the action of such Administration..... makeas, vters or
publishes any statement knowing the same to be false.....
shall be fined not more than $5,000 or Imprisonad not
maore than two years, or both,”

11. Complaints, Proceedings, or Testimony by
Employees. No laborer or mechanic to whom lhe wage,
salary, or olher iabor slandards pravisions of this Conlract
are appliceble shall be discharged or in any other manner
discrimlnated against by the Contractor o6r any
subcontractor because such employee has f{iled any
complaint or instltuted or caused to be Instituted any
proceeding or has testified or is aboul to tesilfy in any
proceeding under or relailng to the Jabor standards
applicable under this Contract to his emptoyer.

B. Contract Work Hours and Safety Standards Act. The
provisians of this paragraph B are applicable where the amount of the
prime coniract exceeds 5100,000. As used in lhis paragraph, the
lerms "laborers” and “mechanics” include watchmen and guards.

(1) Overtime requirements. No conlractor or subcontractor
contracling for any par of the caontract wark which may require or
involve the smplayment of faborers or mechanics shall require or
perrit any such laberer or mechanlc In any workwesk in which the
Indlvidual is employed on such work to work In excess of 40 hours in
such workweek unfess such lasborer or mechanic receives
compensation at a rate not less than one and ane-half mes the basic
rate of pay for all hours worked In excess of 40 hours in such
workweek.

(2) Vioclation; llability for unpaid wages; liquidated
damages. In the evenl of any vialation of the clause set
forth in subparagraph {1) of this paragraph, the contracter
and any subcontraclor responsible therefor shall be liahle
for the unpald wages. In addition, such contraclor and
subcontractar shali be tiable to the United States {in the
case of work done under coniract for the District of
Columbla or a terrftory, to such District or fo such
territory), for liquldated damages. Such liquidated
damagas shall be computed with respect to pach individual
lzborer or mechanle, ineluding watchmen and guards,
amployed In violatlon of the clause s=el forth in
subparagraph (1) of this paragraph, in the sum of 510 for each
calendar day on which such individuat was required or parmilled 1o
work in excess of the standard woroweek of $0 hours withou! payment
of the overtime wages required by the clause set forth in sub
paragraph (1) of this paragraph.

Fravious edilions are obsolele
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{3} Withholding fer unpald wages and liquidated
damages. HUD or ils designae shall upon Its own aclion
or upon written request of an authorized represenlative of
the Department of Labor withhold or cause to be withheld,
from any moneys payable an account of wark performed by
the conirecter or subcontractor under any such contract or
any other Federal contract with the same prime contract,
ur any other Federally-assisled contract subject to the
Cantract Work Hours and Safely Standards Act which is
held by the same prime contraclor such sums as may be
determined to be necessary to satisfy any liabllitles of
such contractor or subconifraclor for unpaid wages and
liquidaled damages as provided in the clause sel forth in
subparagraph {2) of this paragraph.

{4) Subcontracts. The contractor or subcontractor shall
Insert in any subcontracts the clauses set forth in
subparagraph (1) lhrough {4} of this paragraph and siso a
clause requiring the subcontraciors to include these
clauses in anpy fower tier subcontracls. The prime
contractor shall be responslble for compllance by any
subcontractor or lower tler subeontractior with the clauses
sel forth in subparagraphs (1) through ({4) of this
paragraph.

C. Hoalth and Safety. The provisions of this peragraph C are
applicable where the amount of the prime contract exceeds §100,000.

(1) No laborer or mechanic shall be required to werk in
surroundings or under working condillons which are
unsanilary, hazardous, or dangerous to his health and
safely as determined under construclion safety and health
slandards promulgated by the Secretary of Laber hy
regulation.

{2) The Contrastor shail comply with all regulations
Issued by the Secretary of Labor pursuani to Tille 29 Parl
1926 and fallure {o comply may result In imposition of
sanctions pursuant to the Gontract Work Hours and Safety

Stendards Acl, {Publlc Law 31-54, B3 Stat 958). 40 USC

3701 et seq,

{3) The contractor shall include the provisions of thils
paragraph in every subcontract so that sugh provisions wiil
be hinding on easch subeconiractor. The contractor shall
take such acliecn with respect to any subeontraclor as the
Secretary of Housing and Urban Development or the
Secretary of Labor shall direc! a5 a means of enforcing
sUch provisiens.

Pravious edillons are obsolele
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Webb County Housing
Rehabilitation
Bid Form

Project #TDA-Rehab-007

Name: Diana Moran
Address: 105 W. Maria Elena
Laredo, Texas 78043

Phone#

Total Bid Amount

Officer 1600 Washingtor
Laredo, Texas 78040
Phone (956) 523-4605
Fax: (956) 523-5064

Time of Completion:

Alternatives:

1. Materials:

2. Labor:

3. Materials:

4. Labor:

Contractors Name

Address

Phone #

Signature Date




SPECS BY LOCATION/TRADE 212512014

Pre-Bid Site Visit: Case Number: TDA-Rehab-002
Bidding Open Date: Project Manager: Arnoldo Cervantes
Bidding Close Date: Phone: 956-728-1481

Initial:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
10 OWNER ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned applicant(s) certifies that hefshe has
participated in the development of this Work Write Up (WwU)
with the "Date inspected” date of & referred to as
Exhibit 1. After careful review the applicant understands &
accepts the work described & has initialed & dated each page of

this WWU,
X X
Applicant Date Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that he/she has carefuily
reviewed & agrees to perform the work described in this Work
Write Up (WWU) with the "Date Inspected” date of

& referred to as Exhibit 1. The contractor shall
initial & date each page of the WwU.
X

Contractor Date

31 CONSTRUCTION DEFINITIONS 1.00 GR
“Install" means to purchase, set up, test and warrant a new
component. * Replace" means to remove and dispose of
original material, purchase new material, deliver, install, test and
warrant. "Repair” means to return a building component fo like
new condition through replacement, adjustment and recoating
of parts. "Reinstall" means to remove, clean, store and install a
component.

35 VERIFY QUANTITIES/MEASUREMENTS 1.00 GR
All Quantities stated In the attached specifications for this
address using Units of Measure other than Each (EA), Room
(RM) or Dwelling Unit (DU) (e.g. SF of Drywall) are far the
contractor's convenience and must be verified by the contractor
at @ mandatory site inspection prior to bid submission, All
guantities stated in the Units of Measure Each (EA), Room
(RM) or Dwelling Unit (DU) are as stated. Discrepancies in
Quantities found by the contractor must be communicated ta
the Housing Rehabilitation Specialist prior to the submission of
& bid. Claims for additional funds due to discrepancies in
Quantities shall not be honored if submitted after the bid
subrmissfon,

45 CONTRACTOR PRE-BID SITE VISIT 1.00 DU
The contractor must inspect the property. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and is conversant with the requirements of the local
Jurisdiction.




Spec#

Spec

Quantity Units  Unit Price

Total Price

Trade:

1

General Requirements

55

7

78

85

20

85

120

Trade:

5

WORK TIMES

Contractors and their Subcontractors shall schedyie warking
hours between 8:00am and 6:00pm Monday through Friday.
Requests to work on weekends and before or after these hours
must be approved by the homeowner.

NEW MATERIALS REQUIRED

All materials used in connection with this wark write-up are to ba
new, of first quality and without dafects - unless stated
otherwise or pre-approved by Owner and Construction
Specialist.

WORKMANSHIP STANDARDS

Alt work shall be performed by mechanics both licensed and
skilled in their particular trade as well as the tasks assigned to
them. Workers shall protect all surfaces as lang as required to
eliminate damage.

CLOSE-IN INSPECTIONS REQUIRED

Call the agency for inspection of all work that wilt be concesled
from view before it is closed in. This type of inspection
frequently inciudes, but is not limited to footings, roof sheathing
& flashing prior to Installation of new feit & shingles, and
repaired framing & decking prior to installation of underlayment
& floor coverings, prior to insulation and prior to drywall,

1 YEAR GENERAL WARRANTY

Contractor shall remedy any defect due to faulty material ar
workmanship and pay for all damage to other work resulting
therefrom, which appear within one year from final payment.
Further, contractor shalt furnish owner with alf manufacturers'
and suppliers' written warranties covering items furnished under
this contract prior to release of the final payment.

PORTABLE TOILET
Provide temporary tollet facilities from job start untii approval of
permanent facilities.

FINAL CLEAN

Remove from site all construction materials, tools and debris,
Sweep clean all exterior work areas. Vacuum all interior work
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

Demolition & Disposal

1.00

1.00

1.00

1.00

1.00

2.00

1.00

GR

GR

GR

GR

DU

MO

DU

800

Trade:

23

DUNMPSTER--20 CUBIC YARDS

After procuring all required permits, place a 20 cubic yard,
roll-off dumpster without damaging the site. Collect
construction debris using dust control methods,

Electric

1.00

7430

CERTIFY ELECTRIC DISTRIBUTION
Flectrician shall inspect all exposed wiring, matars, fixtures and

1.00

bu




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 23 Electric

devices for malfunction, shorts and housing code compliance.
Non-functioning and dangerous equipment and wiring shall be
replaced with Romex wire, ivory devices and fixtures, with $20
per fixture allowance. The service panel shall conform to the
NEC Existing Structures code. INCLUDE MISSING LIGHT
FIXTURES, RECEPTACLES, AND SWITCHES IN ROOM
ADDITION

Location Total:

Quantity Units UnitPrice  Total Price

Spec# Spec
Trade: 15 Roofing
4580 TEAR OFF AND REROOF SHINGLES 16.00 SQ

Remove and dispose of all roofing & defective sheathing. Cuta
1" wide vent at ridge board. Replace up to 5 sf of sheathing per
100 sf of roof using pine board or CDX plywood of matching
thickness. Staple 15 Ib feit. Install preformed white aluminum,
drip edge, and vent pipe boots. Install a 220 Ib fiberglass
asphalt, 3 tab shingle with a 25 yr warranty. Replace all flashing.
Install shingle-over ridge vent.

4735 ROOF FLASHING~REPAIR 51.00 LF

Inspect, clean and reinstal copper or aluminum flashing to
create a leak free seam. Seal all exposed nails with roofing
cament.

4755 FASCIA 1"X 6" 92.00 LF
Install & 1"x 6", #2 pine fascia with bevel cut joints using
galvanized finish nalls. Caulk over joints, and prime.

4760 SOFFIT 82.00 LF
Install 3/8" BCX plywood soffit

Location Total;

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade; 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Tofal:




Quantity Units Unit Price  Total Price

Spec# Spec

Trade: 1 General Requirements

3 NO WORK REQUIRED 1.00 EA
This area requires no work.

Location Total:

Spec# Spec . Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Totai:

Spec#  Spec Quantity Units Unit Price  Total Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA
This area requires no wark.

Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 10 Carpentry
2585 SIDING--T1-11 REPLACE 1.00 EA

Install rough sawn fir,5/8" thick, factory stained, T1-11 siding
sheets, including 1"x 3" trim at corners. Use lap fiashing on
horizontal seams. Flash or install silicone caulking along entire
top edge, and under windows and other openings.(Gable area)

Location Total;

IR A

Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA
This area requires no work.




l.ocation Total:

Total Price

Spec# Spec Quanfity Units  Unit Price

Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no wark,

Location Total:

Quantity Units  Unit Price  Total Price

Spec#  Spec
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Spec#  Spec ' Quantity Units Unit Price  Total Price

Trade: 10 Carpentry
2600 SIDING--T1-11 1.00 EA

Install rough sawn fir, 5/8" thick, factory stained, T1-11 siding
shaeets, 1"x 3" trim at corners. Use lap flashing an horizontal
seams. Flash or install silicone caulking along entire top edge,
and under windows or ather openings.(Gable Area)

2715 STUCCO ON MASONRY 72.00 SF

Install 1" stucco over masonry wall in 3 coats with owner's
choice of colored float finish,

3185 DOOR--PREHUNG METAL ENTRANCE 1.00 EA
Dispose of door and frame. Install a prehung metal, insulated,
B-panel entrance door and jamb including interior and exterior
tasing, spring metal weatharstripping, interlocking threshold,
one entrance and one mortised deadbolt keyed alike. Frime
and top coat. :

Trade: 15 Roofing

4755 FASCIA 1"X 6" 15,00 LF
Install a 1"x 8", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over joints, and prime.

4760 SOFFIT 1800 LF
instail 3/8" BCX plywaod soffit

L.ocation Total:




Spec#  Spec Quantity Units  Unit Price  Total Price
Trade: 10 Carpentry
2715 STUCCO ON MASONRY 408.00 SF

Install 1" stucco over masonry wall in 3 coats with owner's
choice of colored float finish.

2930 WINDOW--ALUN SGL HNG/DBL GLZ 400 EA
Field measure, fabricate and install a white, single hung,
one-over-one, double glazed, thermal break, enameled
aluminum replacement window including all necessary panning,
caulk, trim and screen.

Trade: 15 Roofing

47556 FASCIA 1"X 6™ 5100 LF
Install a 1"x 6", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over joints, and prime.

4760 SOFFIT 51.00 LF
Install 3/8" BCX plywood soffit.

Trade: 22 Plumbing

7080 WATER HEATER-30 GAL. ELECTRIC 1.00 EA
Dispose of water heater in legal dump. Install a 30 gallon, high
recovery, double element, electric water heater with a 10 year
warranty. Include pressure and temperature relief valve,
discharge tube to within 8" of floor or to outside of structure,
shut-off valve, "Build standard water shed with 5/8" T1-11
siding, #80 roll roof shingles door and hardware. Include
concrete foundation pad.

Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 1D Carpentry
2715 STUCCO ON MASONRY 108.00 SF

Install 1" stucco over masonry wall in 3 coats with owner's
choice of colored float finish.

2930 WINDOW--ALUM SGL HNG/DBL GLZ 2.00 EA
Field measure, fabricate and install a white, single hung,
one-over-one, double glazed, thermal break, enameled
aluminum replacement window Including alf necessary panning,
caulk, trim and screen,

Trade: 15 Roofing

4755 FASCIA 17X 6" 15.00 LF
Install a 1"x 8", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over joints, and prime.




Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 15 Raofing

4760 SOFFIT 15,00 LF
Install 3/8" BCX plywood soffit.

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Reguirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Total Price

Spec# Spec Quantity Units  Unit Price
Trade: 1 General Requirements
3 NO WORK REQUIRED _ 1.00 EA

This area reguires no wark.

Location Total:

=S

Spec# Spec Quantity Units  UnitPrice  Total Price

Trade: 1 Generai Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Spec Quantity Units UnitPrice  Total Price

Spec #
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT SURFACE-FLAT 1.00 EA

Remove or cover hardware and accessories not to be painted.
Scrape Ioose, peeling, cracked and blistered areas. Glean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing ceiling.
Top coat with premixed flat white paint and match existing
texture., Replace or uncover hardware, fixtures and




Spec#  Spec Quantity Units Unit Price  Total Price

Trade: 18 Paint & Wallpaper

accessories.

Location Totai:

Tofal Price

Spec# Spec Quantity Units  Unit Price
Trade: 18 Paint & Wallpaper
5485 PREP & PAINT SURFACE--FLAT 30.0C SF

Remove or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and blistered areas. Clean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing celling.
Top coat with white flat paint and match existing texture.
Replace or uncover hardware, fixtures and accessories.

Location Total;

Spec# Spec Quantity Unifs UnitPrice  Total Price
Trade: 1 General Requirements
3 NG WORK REQUIRED 1.00 RM

This room reguires rio work.

Location Total:

Spec¥ Spec Quantity Units Unit Price  Total Price

Trade: 19 Paint & Wallpaper
5485 PREP & PAINT SURFACE—FLAT 30.00 SF

Remove or cover hardware and accessories not to be painted,
Scrape laose, peeling, cracked and blistered areas. Clean oil,
grease, fungus, dirt and dust from surfaces. Filf holes and
cracks. Prime all new materials and spot prime existing ceiling.
Top coat with white flat paint and match existing texture.
Replace or uncover hardware, fixtures and accessories.

Trade: 23 Electric

7805 SMOKE DETECTOR~-BATTERY POWERED 100 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.




Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT SURFACE-FLAT 20,00 SF

Remove or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and blistered areas. Clean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing ceiling.
Top coat with white fiat paint and match existing texture.
Replace or uncover hardware, fixtures and accessories.

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 100 EA

Install & UL approved, ceiling mounted, battery powered smoke
and fire detector and battery. :

Location Total:

Quantity Units  Unit Price  Total Price

Trade: 23 Electric

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery. '

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, cefling mounted, battery powered smoke
and fire detector and battery.

Logation Total;




Spec Quantity Units

Trade: 1 General Requirements

3 NO WORK REQUIRED 1.00 RM
This room regires no work.

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 RM

This room has requires no work,

Location Total:

Spec#  Spec

Quantity Units Unit Price  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 RM

This room reguires no work,

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 100 RM

This room requires no work.

Location Total;

Trade: 23 Electric

7805 SNOKE DETECTOR-BATTERY POWERED 1.00 EA

install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:




Linit Price

Spec#  Spec Quantity Units Total Price
Trade: 19 Paint & Wallpaper
5560 PREP & PAINT BATHROOM 1.00 RM

Fill alt holes and cracks. Prime with acrylic latex. Apply top coat
of owner's chaice of premixed acrylic latex semi-gloss.

Trade: 22 Plumbing

7180 BATH--3/4 (COMM/LAV/SHOWER) 1.00 EA
Rough in, supply white fixtures and trim out a white, close
coupled commode, 24" vanity with cultured tap, and & fiberglass
shower. Rough in with PVC waste and vent and copper supply.
Install metal single lever faucets on lavatory and shower with 15
year drip-free warranty, chromed 5- plece accessory set, &
metal medicine cabinet.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 19 Paint & Wallpaper
5755 PREP & PAINT CONCRETE FLOOR 663.00 SF

Sweep clean entire deck. Clean with non-phosphate detergent
and rinse thoroughly. Roll out one coat of owner's choice of
premixed chiorinated rubber paint per manufacturer's
recommendations.

Location Total:

A e e e T T A e e, meer
e SRR TS A RS T T i G Y S e e e

5 W Maria Elena Road, Unit Unit 01

Unit Total for 10
Address Grand Total for 105 W Maria Elena Road:

Bidder:
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Webb County Housing
Rehabilitation
Bid Form

Project #TDA-Rehab-006

Name: Ramona Sanchez
Address: 117 W. Ozuna
Laredo, Texas 78043

Phone#

Total Bid Amount

Office: 1600 Washington
Laredo, Texas 78040
Phone (956) 523-4605
Fax: (956) 523-5064

Time of Completion:

Alternatives:

1. Materials:

2. Labor:

3. Materials:

4, Labor:

Contractors Name

Address

Phone #

Signature Date




SPECS BY LOCATION/TRADE 22612014

Pre-Bid Site Visit: Case Number: TDA-008-Rehab
Bidding Open Date: Project Manager: Arnoldo Cervantes
Bidding Close Date: Phone: 956-728-1481

Initial:

Spec # Spec Quantity Units Unit Price Total Price

Trade: 1 General Requirements

10 OWNER ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned applicani(s) certifies that he/she has
participated in the development of this Wark Write Up {\Wwu)
with the "Date inspected” date of & raferred to as
Exhibit 1. After careful review the applicant understands &
accepts the work described & has initialed & dated each page of

this WWU.
X X
Applicant Date Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that hefshe has carefully
reviewed & agrees to perform the work described in this Work
Write Up (WWU) with the "Date Inspected” date of
& referred to as Exhibit 1. The contractor shail
initial & date each page of the WWU.
X
Contractor Date

3 CONSTRUCTION DEFINITIONS 1.00 GR

“Install” means to purchase, set up, test and warrant a new
component. " Replace" means to remove and dispose of
ariginal material, purchase new material, deliver, install, fest and
warrant. "Repair" mearis to return a building component to like
new condition through replacement, adjustment and recoating
of parts, "Reinstall” means to remove, clean, store and install a
component.

38 VERIFY QUANTITIES/IMEASUREMENTS 1.00 GR

All Quantities stated in the attached specifications for this
addrass using Units of Measure other than Each (EA), Room
{RM) or Dwelling Unit (DU) {e.g. SF of Brywall) are for the
contractor's convenience and must be verified by the contractor
at a mandatory site inspection prior to bid submission. Al
quantities stated in the Units of Measure Each (EA), Room
(RM} or Dwelling Unit (DU} are as stated. Discrepancies in
Quantities found by the contractor must be communicated to
the Housing Rehabilitation Specialist prior 1o the submissien of
a bid. Claims for additional funds due to discrepancies in
Quantities shall not be honored if submitted after the bid
submission,

45 CONTRACTOR PRE-BID SITE VISIT 1.00 Du

The contractor must inspeci the proparty. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and Is conversant with the requirements of the local
jurisdiction




Spec #

Spec

Quantity

Units

Unit Price

Total Price

Trade:

1

General Requirements

55

77

78

85

20

85

120

Trade:

5

WORK TIVMES

Contractors and their Subcontractors shall schedule working
hours between 8:00am and 6:00pm Monday through Friday.
Requests {0 work on weekends and before or after these hours
must be approved by the homeawner.

NEW MATERIALS REQUIRED

All materials vsed in connection with this work write-up are to be
new, of first quality and without defects - unless stated
otherwise or pre-appraved by Owner and Construction
Specialist.

WORKMANSHIP STANDARDS

Ail work shall be performed by mechanics both licensed and
skilled in their particular trade as well as the tasks assigned o
them. Workers shall protect all surfaces as long as required to
eliminate damage.

CLOSE-IN INSPECTIONS REQUIRED

Call the agency for inspection of all work that will be concealed
fram view before it is closed in. This type of inspection
frequently includes, but is not limited to footings, roof sheathing
& flashing prior to installation of new falt & shingles, and
repaired framing & decking prior to installation of underayment
& floor coverings, prior to insulation and prior to drywall,

1 YEAR GENERAL WARRANTY

Contractor shall remedy any defect due to faulty material or
workmanship and pay for all damage to other wark resuiting
therairom, which appear within one year from final payment.
Further, contractor shall furnish ewner with all manufacturers'
and suppliers’ written warranties covering items furnished under
this contract prier to release of the final payment.

PORTABLE TOILET

Provide tamporary toilet facilities from job start until approval of
permanent facilities.

FINAL CLEAN

Remove from site all construction materials, tools and debris.
Sweep clean all exterior work areas. Vacuum all interior work
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

Demolition & Disposal

1.00

1.00

1.00

1.00

1.00

200

1.00

GR

GR

GR

GR

DU

MO

bu

800

Trade:

16

DUMPSTER--20 CUBIC YARDS

After procuring all required permits, place a 20 cubic yard,
roll-off dumpster without damaging the site. Collect
construction debris using dust controf methods.

Conservation

1.00

4503

AIR-SEAL BUILDING ENVELOPE
Seal all accessible cracks, gaps and holes in the building

1.00

bu




Spec # Spec Quantity  Units Unit Price Total Price

Trade: 16 Conservation

envelope with low VOC caulk {if less than 1/4") or expanding
foam (if greater than 1/4"). Seal all top plate and bottom plate
penetrations. If the foundation masonry wall is open core
concrete block, seal the tops of the block with expanding foam.
Seal all penetrations created by plumbing, gas lines, electrical
boxes and outlets. Seal accessible gaps between the structure
and window and door units with low expansive foam. Take care
to seal all joints without excess sealant. Seai any gaps in the
building envelope adjacent to flues with carefully cut to fit sheet
metal collars that are securely fastenad to framing sealing all
seams and gaps with fire rated caulk. Remove any racessed
light fixtures in insulated ceilings and seal the resulting opening.
Seal any entries to attic space using weather stripping on attic
doors or hatches, Air sealing must be completed prior to the
installation of insuiation,

Trade: 23 Electric

7430 CERTIFY ELECTRIC DISTRIBUTION 1.00 DU

Electrician shall inspect all exposed wiring, mators, fixtures and
devices for maifunction, shorts and housing code compliarice.
Mon-functioning and dangerous equipment and wiring shall be
replaced with Romex wire, ivery devices and fixtures, with $20
per fixture allowance. The service panel shail conform to the
NEC Existing Structures cade,

Location Totai;

Spec # Spec Quantity  Units Unit Price Total Price

Trade: 15 Roofing
4580 TEAR OFF AND RERQOF SHINGLES 20.00 sQ

Remove and dispose of all roofing & defective sheathing. Cuta
1" wide vent at ridge board. Replace up to 5 sf of sheathing per
100 sf of roof using pine board or COX plywood of matching
thickness. Staple 15 Ib felt. Install preformed white aluminum,
drip edge, and vent pipe roof jack boots. Install a 220 b
fiberglass asphalt, 3 tab shingle with a 25 yr warranty. Replace
all flashing. Install shingle-over ridge vent.

Location Totai;

Spec # Spec Quantity Units Unit Price Total Price
Trade: 15 Roofing
4580 TEAR OFF AND RERQOF SHINGLES 400 SQ

Remave and dispose of all roofing & defective sheathing. Cuta




e

Spec # Spec Quantity  Units Unit Price Total Price

Trade: 15 Roofing

1" wide vent at ridge boarel. Replace up to 5 sf of sheathing per
100 sf of roof using pine board or CDX plywood of rmatching
thickness. Staple 15 Ib feft. Install preformed white aluminum,
drip edge, and vent pipe boots. Install a 220 |b fiberglass
asphait, 3 tab shingte with a 25 yr warranty. Replace all flashing.
Install shingle-over ridge vent,

Location Total;

Spec# Spec Quantity Units Unit Price Total Price
Trade: 15 Roofing
4755 FASCIA "X 6" 400 LF

Install a 1"x 6", #2 pine fasciz with bevel cut joints using
galvanized finish nails. Caulk over joints, and prime.

Location Total;

Spec # Spec Quantity Units Unit Price Total Price
Trade: 10 Carpentry
2600 SIDING--T1-11 128.00 SF

Install rough sawn fir, 5/8" thick, factory stained, T1-11 siding
sheets, 1"x 3" trim at corners. Use lap flashing en harizontal
seams, Flash or install silicone caulking along entire top edge,
and under windows or other openings. (At top of door entrance
to prevent nesting between carport roof and house roof.)

2930 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA

Demolish plaster around window and remove window to code
legal dump. Field measure, fabricate and instali a white, single
hung, one-over-one, double glazed, thermal break, enameled
aluminum replacement window including all necessary panning,
caulk, trim and screen. Repiaster, repaint and match existing
wall color. 1{36"x24") 1(23"x23")

3185 DOOR--PREHUNG METAL ENTRANCE 200 EA

Dispose of docr and frame. |nstall a prehung metal, peep hole,
insulated, 8-panel entrance door and jamb including interior and
exterior casing, spring metal weatherstripping, interlocking
threshold, one entrance and one mortised deadbolt keyed alike.
Prime and top coat.

Trade: 15 Roofing

4755 FASCIA 1"X 6" 57.00 LF
Remove existing and install a 1"x 6", #2 pine fascia with bevel




Spec # Spec Quantity Units Unit Price Total Price

Trade: 15 Roofing

cut joints using galvanized finish nails. Caulk over joints, and
prime.

Location Total;

Spec # Spec Quantity  Units Unit Price Total Price

Trade: 10 Carpentry
2595 SIDING--T1-11 REPLACE 56.00 SF

Remove existing OSB and install rough sawn iir, 5/8" thick,
factory stained, T1-11 siding sheets, including 1"x 3" trim at
corners. Use lap flashing on horizontal seams. Fiash or instafi
silicone caulking along entire top edge, and under windows and
other openings.

Location Total:

Spec # Spec Quantity  Units Unit Price Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 100 EA

This area has been inspected and requires ne wark,
1

Location Total:

Spec # Spec Quantity Units Unit Price Total Price

Trade: 10 Carpentry
2595 SIDING--T1-11 REPLACE 192.00 SF

Remove existing OSB and install rough sawn fir, 5/8" thick,
factory stained, T1-11 siding sheets, including 1"x 3" trim at
corners. Use lap flashing on horizontal seams. Flash or install
silicone caulking along entire top edge, and under windows and
other openings.

Location Total:

Spec # Spec Quantity  Units Unit Price Total Price




Spec #

Spec Quantity

Units

Unit Price

Total Price

Trade:

10

Carpentry

2600

2830

3185

Trade:

15

SIDING--T1-11 160,00
Install rough sawn fir, 5/8" thick, factory stained, T1-11 siding

sheets, 1"x 3" trim at corners. Use lap flashing on horizontal

seams. Flash or install silicone caulking along entire top edge,

and under windows or ather openings. At gable area on top of

rear entrance.

WINDOW--ALUM SGL HNG/DBL GLZ 1.00
Pemolish existing plaster around window and remove window to

code legal dump. Field measure, fabricate and install a white,

single hung, one-over-one, double glazed, thermal break,

enameled aluminum replacement windaw inclucing all

necessary panning, caulk, trim and screen. Replaster and

match existing wall color

DOOR--PREHUNG METAL ENTRANCE 1.00
Dispose of door and frame. Install a prehung matal, insulatad,

B-panel entrance door and jamb including interior and exterior

casing, spring metal weatherstripping, interlecking threshold,

one entrance and one mortised deadbolt keyed alike. Prime

and {op coat.

Roofing

EA

EA

4755

FASCIA 1"X 6" 30.00

Install a 1"x 6", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over joints, and prima.

LF

Location Total:

Spec # Spec Quantity  Units Unit Price Total Price
Trade: 10 Carpentry
2930 WINDOW--ALUW SGL HNG/DBL GLZ 400 EA
Demolish plaster and remove window to code leaal dump. Field
measure, fabricate and instali a white, single hung,
one-over-ohe, double glazed, thermal break, enameled
afuminum replacement window including all necessary panning,
caulk, trim and screen. Replaster and match existing wall
color.{34"x51")
Trade: 15 Roofing
4755 FASCIA 17X 6" 5700 LF
Install a 1"x 6", #2 pine fascia with beve! cut joints using
galvanized finish nails. Caulk over joints, and prime.
Trade: 22 Plumbing
7135 HOSE BIBB 1.00 EA




Spec # Spec

Quantity  Units Unit Price Total Price

Trade: 22 Plumbing

Instali a bronzs, freeze free hose bibb on outside of structure
with Inside shut-oif valve and backflow preventer. Seal exterior
penetration with silicone caulk,

Location Total:

Spec # Spec Quantity  Units Unit Price Tofal Price
Trade: 10 Carpentry
2930 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA
Demolish stucca and remaove window to code legal dump. Field
measure, fabricate and install a white, single hung,
one-over-one, double glazed, thermal break, enameled
aluminum replacement window ircluding all necessary panning,
caulk, trim and screen.1(31"x51") 1(34"x51") replaster and
mateh existing wall color.
Trade: 15 Roofing
4755 FASCIA 1"X 6" 30.00 LF
Install a 1"x 8", #2 pine fascia with bevel cut joints using
galvanized finish nails. Caulk over joints, and prime.
Location Total:

Spec # Spec

Quantity  Units Unit Price Total Price

Trade: 10 Carpentry

3747 REPLAGE COUNTER TOP--PLASTIC LAMINATE

Dispose of existing counter top. Fiald measure for sizing.
Screw to base cabinet a square edged plastic laminate counter
top. Provide end-caps and cutout for sink. Caulk countertop to
adjoining walls with low caulking to match wall color. Owner's
choice of in-stock calor and texture.

Trade: 23 Electric

1200 LF

7595 RECEPTACLE--GFCI COUNTERTOP 15 AMP

Install a flush mounted, ground fault eircuit interrupted, ivary,
duplex receptacle and ivory cover plate using #14 copper
non-metallic cable, controlied by a 15 amp circuit breaker, Fish
wire and repair all tear out. If mounted over a countertop install
no more than 46 inches above floor height.

Trade: 25 Appliances

200 EA




Quantity  Units Unit Price Total Price

Spec # Spec

Trade: 25 Appliances

8415 GAS STOVE--30" 1.00 EA

Dispose of old stove. Install a white, 30" wide, pilotless, gas
stove including gas oven and electrical connections.

Location Total:

Spec # Spec Quantity  Units Unit Price Total Price
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec # Spec Quantity  Units Unit Price Total Price
Trade; 10 Carpentry
3345 DOOR--FLUSH INT, HOLLOW CORE 1.00 EA

Install flush, hollow core, masonite daor on existing jamb.
Include privacy lockset and 2 butt hinges,

11

Trade: 19 Paint & Wallpaper

5560 PREP & PAINT BATHROOM 1.00 RM

Remave/cover all hardware and fixtures not to be painted. Wet
scrape all loose, cracked, peeling, blistered surfaces. Clean
surfacas with non-phosphate detergent. Fill all holes and
cracks. Spot prime with acrylic latex. Apply top coat of owner's
choice of premixed acrylic latex semi-gloss. Include bathroom
door.

Trade: 20 Floor Coverings

5915 VINYL COMPOSITION TILE 35.00 SF

Install 12"x12"x1/8" vinyl composition tile, par manufacturer's
recommendations, Include metal edge strips at openings, and
shoe molding or 4" vinyl base arcund perimeter. Owner's
choice of in-stock color. Remove existing 2x4 at entrance to
bathroom.

Trade: 22 Plumbing

7012 COMMODE--REPLACE--1.28 GPF 1.00  EA




Spec # Spec Quanfity Units Unit Price Total Price

Trade: 22 Plumbing

Install 8 maximum 1.28 GPF, white, vitreous china commode
Include a manufacturer's approved plastic or pressed wood
white seat, supply pipe, shut-oif valve, and wax seal.

Trade: 23 Electric

7590 RECEPTACLE--GFC] BATH 1.00 EA

tnstall a flush mounted, ground fault circuit interrupted ivary
duplex receptacle with ivory cover plate adjacent to lavatory
using copper non-metallic cable. Fish wire and repair all tear
out.

Location Total:

Spec # Spec Quantity Units Unit Price Total Price
Trade: 19 Paint & Wallpaper
5560 PREP & PAINT BATHROOM 1.00 RM

Removea/cover all hardware and fixtures ot to be painted. Wet
scrape all loose, cracked, peeling, blistered surfaces. Clean
surfaces with non-phosphate detergent. Fill all holes and
cracks. Spot prime with acrylic fatex. Apply top coat of owner's
choice of premixed acryfic latex semi-gloss.

Trade: 22 Plumbing

6601 “*PLUMBING™ 200 EA

Trouble shoot existing water supply lings. To assure correct
distribution pressures and different water sources.

7012 COMMODE--REPLACE--1.28 GPF 1.00 EA
Install 2 maximum 1.28 GPF, white, vitreous china commode
Include a manufacturer's approved plastic or pressed wood
white seat, supply pipe, shut-off valve, and wax seal.

Location Total:

Spec # Spec Quantity  Units Unit Price Total Price
Trade: 10 Carpentry
3345 DOOR--FLUSH INT, HOLL.OW CORE 1.00 EA

install flush, hollow core, masenite door on existing jamb.
Include privacy lockset and 2 butt hinges,

Trade: 17 Drywall & Plasfer




Spec # Spec Quantity  Units Unit Price Total Price

Trade: 17 Drywall & Plaster

5270 DRYWALL--1/2" 641.00 SF
Remove existing and hang, tape and 3 coat finish /2" drywall.
Apply a 3/8" bead of low VOC drywall adhesive to each framing
member and install using drywall screws min. 1 5/8 long, 8"on
center. Run boards with long dimension perpendicular to
iraming members. Sand ready for paint.

Trade: 19 Paint & Wallpaper

5565 PREP & PAINT VACANT ROOM 1.00 RM
Remove/cover all hardware, fixtures not to be painted. Prime
and top coat trim, ceiling, walls, doors & windows with owner's
choice of color. Include any closets,

Trade: 23 Electric

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec # Spec Quantity Units Unit Price Total Price
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM

Removefcover all hardware, Clean all surfaces with
non-phosphate detergent. Prime and top coat trim, ceiling,
wallls, doors & windows with owner's choice of color. Include any

closets.
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery,

Location Total:

Spec # Spec Quantity  Units Unit Price Total Price
Trade: 10 Carpentry
3345 DOOR--FLUSH INT, HOLLOW CORE 1.00 EA

Install flush, hollow core, masonite door on existing jamb.
incfude privacy lockset and 2 butt hinges.




Spec # Spec Quantity Units Unit Price Total Price

Trade: 10 Carpentry
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM

Remove/cover all hardware, fixtures not to be painted. Clean all
surfaces with non-phosphate detergent. Prime and top coat
trim, ceiling, walls, doors & windows with owner's choice of
color. Include any closets.

Trade: 23 Electric

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and batiery.

Location Total:

Unit Total for 117 W Ozuna Road, Unit Unit 01:

Address Grand Total for 117 W Ozuna Road:

Bidder:
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Webb County Housing
Rehabilitation
Bid Form

Project #TDA-Rehab-009

Name: Roberte Garza
Address: 133 E. Ozuna

Laredo, Texas 78043
Phone#

Total Bid Amount

Office: 1600 Washington
Laredo, Texas 78040
Phone (956) 523-4605
Fax: (956) 523-5064

Time of Completion:

Alternatives:

1. Materials:

2. Labor:

3. Materials:

4. Labor:

Contractors Name

Address

Phone #

Signature Date




SPECS BY LOCATION/TRADE 2/25/2014

Pre-Bid Site Visit: Case Number:
Bidding Open Date: Project Manager:
Bidding Close Date; Phone:

Initial;

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
10 OWNER ACCEPTS SCOPE OF WORK 100 bU

The undersigned applicant(s) certifies that he/she has
participated in the development of this Work Write Up {Wwu)
with the "Date inspected” date of & referred to as
Exhibit 1. Aiter careful review the applicant understands &
accepts the work described & has initialed & dated each page of

this Wwu.
X X
Applicant Date Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned cantractor certifies that he/she has carefully
reviewed & agrees to perform the work described in this Work
Write Up (WWU) with the "Date Inspected” date of

& referred to as Exhibit 1. The contractor shall
initial & date each page of the WWU,
X

Contractor Date

31 CONSTRUCTION DEFINITIONS 1.00 GR

"Install” means to purchase, set up, test and warrant a new
component. " Replace" means to remove and dispose of
original material, purchase new material, deliver, install, test and
warrant. "Repair" means to return a bullding component to like
new condition through replacement, adjustment and recoating
of paris. "Reinstall" means to remove, clean, store and install 2
component.

35 VERIFY QUANTITIES/MEASUREMENTS 1.00 GR

* All Quantities stated In the attached specifications for this
address using Units of Measure other than Each {EA), Room
{RM) or Dwelling Unit (DU) (e.g. SF of Drywall) are for the
contractor's convenience and must be verified by the contractor
at a mandatory site Inspection prior to bid submission. All
guantities stated in the Units of Measure Each (EA), Room
(RM) or Dwelling Unit (DU) are as stated. Discrepancies in
Quantities found by the contractor must be communicated to
the Housing Rehabilitation Specialist prior to the submission of
a bid. Claims for additional funds due to discrepancies in
Quantities shall not be honored if submitted after the bid
submission.

45 CONTRACTOR PRE-BID SITE VISIT 1.00 DU
The contractor must inspect the property. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and is conversant with the requirements of the local
jurisdiction, S




Spec

Quantity Units

Unit Price

Total Price

General Requirements

77

78

85

20

95

120

9008

Trade:

5

WORK TIMES

Contractors and their Subcontractors shall schedule working
hours between 8:00am and 6:00pm Monday through Friday.
Requests to work on weekends and before or-after these hours
must be approved by the homeowner. ‘

NEW MATERIALS REQUIRED

All materials used in connection with this wark write-up are to be
new, of first quality and without defects - unlass stated
otherwise or pre-approved by Owner and Canstruction
Specialist.

WORKMANSHIP STANDARDS

All wark shalt be performed by mechanics both licensed and
skilled in their particular trade as well as the tasks assigned to
thern. Workers shall protect all surfaces as long as required to
gliminate damage. )

CLOSE-IN INSPECTIONS REQUIRED

Call the agency for Inspection of all work that will be concealed
from view before it is closed in. This type of inspection
frequently includes, but is not limited to footings, roof sheathing
& flashing prior to installation of new felt & shingles, and
repaired framing & decking prior to installation of underlayment
& floor coverings, prior to insulation and prior to drywall.

1 YEAR GENERAL WARRANTY

Contractor shall remedy any defect due to faulty material or
warkmanship and pay for all damage to other wark resulting
therefrom, which appear within one year from final payment.
Further, confractor shall furnish owner with all manufacturers’
and suppliers' written warranties covering items furnished under
this contract prior to release of the final payment.

PORTABLE TOILET
Pravide temporary toilet facilities from job start until approval of
permanent facilities.

FINAL CLEAN

Remaove from site all construction materials, tools and debris.
Sweep clean all exterior work areas. Vacuum all interior worl
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

ENVIRONMENTAL REHAB--RRP REQUIREMENTS

Any contractor performing renovation, repair, and palnting
projects that disturb lead-based paint in pre-1878 homes must
comply with EPA 40 CFR Part 745(Lead; Renovation, Repair,
and Painting Program}, be certified by the EPA as a Renovation
Firm and must use Certified Renovators who are trained by
EPA-appraved training providers to follow lead-safe work
practices. -

Demolition & Disposal

1.00

1.00

1.00

1.00

1.00

2.00

1.00

.00

GR

GR

GR

GR

bu

MO

by

GR

8OO

DUMPSTER--20 CUBIC YARDS

1.00




Spec #

Spec Quantity Units UnitPrice  Total Price

Trade:

5

Demolition & Disposal

Trade:

16

After procuring all required permits, place a 20 cubic yard,
roll-off dumpster without damaging the site. Collect
construction debris using dust control methods.

Conservation

4503

Trade:

23

AIR-SEAL BUILDING ENVELOPE 100 DU

Seal all accessible cracks, gaps and holes in the building
envelope with low VOC caulk (if less than 1/4") or expanding
foam (if greater than 1/4"). Seal ail top plate and bottam plate
penetrations. Seal all penetrations created by plumbing, gas
lines, electrical boxes and outlets. Seal accessible gaps
between the structure and window and door units with low
expansive foam, Take care to seal all joinis without excess
sealant. Seal any gaps in the building envelope adjacent to
flues with carefully cut fo fit sheet metal collars that are securely
fastened to framing sealing all seams and gaps with fire rated
caulk. Remove any recessed light fixtures in insulated ceilings
and seal the resulting opening. Seal any entries to attic space
using weather stripping on attic doors or hatches. Air sealing
must be completed prior to the instailation of insulation.

Electric

7430

CERTIFY ELECTRIC DISTRIBUTION 1.00 DU
Electriclan shall install rough wiring, motors, fixtures and

devices for NEC code compliance. Al wiring shall be Romex

wire, ivory devices and fixtures. The service panel shall

conform to the NEC Existing Structures code.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 10 Carpenfry
4030 1"X4" EXT. CORNER & WINDOW TRIM--WOOD 68.00 LF
Install 1"x 4" pine carner board with aluminum or galvanized
nalls,
Trade: 16 Conservation
4905 INSULATE WALL--R-13 KRAFT FACED BATT 224,00 SF

After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiharglass rall insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges fo the faces of the studs. Notlfy SHC Construction
Coordinator when the installation is ready for inspection. The
inspection will include spot checks for quality pulling some of




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 18 Conservation

the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be inspected
before the wall finish is installed,

Location Total;

Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
4030 1"X4" EXT. CORNER AND WINDOW TRIM-WOOD 64.00 LF
Install 1"x 4" pine comer board with aluminum or gaivanized
nails.
Trade: 16 Conservation
4905 INSULATE WALL-R-{3 KRAFT EACED BATT 344.00 SF

After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filled, Staple
flanges to the faces of the studs. Notify SHC Const. Coord.,
when the installation is ready for inspection. The inspection will
include spot checks for quality, pulling some of the facing away
from the studs. The contractor will reinstall areas accessed for
inspection. Insulation must be inspected before the wall finish is
installed.

Location Total:

Spec# Spec Quantity Units Uit Price  Total Price

Trade: 10 Carpentry
2600 SIDING--T1-11 128.00 S&F

Install matching rough sawn fir, 5/8" thick, factory stained, T1-11
slding sheets. Use lap flashing on horizontal seams. Flash or
install silicone caulking along entire top edge, and under
windows or other apenings.

4030 1"X4" EXT. CORNER and WINDOW TRIM-WOQOD 28.00 LF
Instali 1"x 4" pine corner board with aluminum or galvanized
nails.
Trade: 16 Conservation
43805 INSULATE WALL—R-13 KRAFT FACED BATT 22400 ©&F

install 3-1/2" thick, R-13, k

After air sealin




Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 16 Conservation

fiberglass roll insulation beiween studs per manufacturer's
speclfications, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavilies are completely filled. Staple
flanges to the faces of the studs. Notify SHC Const.Coord.
when the installation Is ready for inspection. The inspection will
Include spot checks for quality, pulling some of the facing away
from the studs. The contractaor will reinstall areas accessed for
inspection. Insulation must be inspected before the wall finish is
instalied,

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
4030 1"X4" EXT. CORNER TRIM--WOOD 16.00 LF
Install 1"x 4" pine corner board with aluminum or galvanized
nails.
Trade: 16 Conservation
4905 INSULATE WALL--R-13 KRAFT FACED BATT 160.00 SF

After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical 2nd structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify SHC Construction
Coordinator when the installation Is ready for inspection. The
inspection will include spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be Inspected
hefore the wall finish s installed.

Location Total:

—

Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 10 Carpenftry
4030 1"X4" EXT, CORNER TRIM--WOOD 16.00 LF
install 1"x 4" pine corner board with aluminum or galvanized
nails.

Trade: 16 Conservation




Spec Quantity

Units UnitPrice  Total Price

Spec#
Trade: 16 Conservation .
4905 INSULATE WALL--R-13 KRAFT FACED BATT 66.00 SF

Aiter air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturers
specifications, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filed. Staple
flanges lo the faces of the studs. Notify SHC Construction
Coordinator when the installation is ready for inspection. The
inspection will include spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insufation must be inspected
before the wall finish is installed.

Location Total:

Spec K Quantity

Spec # Units UnitPrice  Total Price
Trade: 10 Carpentry
4030 1"X4" EXT. CORNER TRIM-WOOD 16.00 LF
Install 1"x 4" pine corner board with aluminum or galvanized
nails.
Trade: 16 Conservation
4805 INSULATE WALL-R-13 KRAFT FACED BATT 96.00 SF

After air sealing, instalt 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify SHC Construction
Coordinator when the installation is ready for inspection. The
inspection will include spot chacks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be inspected
befare the wall finish Is installed.

{.ocation Total:

Unit Price Total Price

S'pec # Spec
Trade: 10 Carpentry

4030 1"X4" EXT. CORNER TRIM--WOQOD 18.00 LF
Install 1"x 4" pine corner board with aluminum or galvanized
nails.




Spec Quantity

Units  Unit Price

Total Price

Conservation

INSULATE WALL--R-13 KRAFT FAGED BATT 1.00
After air sealing, install 3-1/2" thick, R-13, kraft paper facad
fiberglass rolt Insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components sa that there are no gaps, the batts not
compressed, and the cavities are completely filed. Staple
flanges to the faces of the studs. Notify SHC Construction
Coordinator when the installation is ready for Inspection, The
inspection will include spot checks for quality, puling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must be inspected
before the wall finish Is installed.

SF

Location Total:

Spec Quantity

Units  Unit Price

Total Price

Carpentry

Trade:

16

1"X4™ EXT. CORNER TRIM--W0OD 32.00
Install 1"x 4" pine comer board with aluminum or galvanized
nails.

Conservation

LF

4905

Trade:

23

INSULATE WALL--R-13 KRAFT FACED BATT 80.00
After air sealing, install 3-1/2" thick, R-13, kraft paper facad
fibarglass roll insulation between studs per manufacturers
specifications, carefully fit around all mechanical and structural
companents so that there are no gaps, the batts not
compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify SHC Construction
Caordinator when the installation Is ready for inspection, The
inspection will include spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstall
areas accessed for inspection. Insulation must ba inspected
beiore the wall finish is installed.

Electric

SF

7470

7507

ELECTRIC SERVICE--150 AMP 1.00
Master electrician must instll electrical service with a residential,

150 amp, single phase, 3 wire electric service. Include a main
disconnect, 22 circuit panel board, meter sacket, weather head,

service cable, and ground rod and cable. Seal exterior service
penetration.

ARG-FAULT CIRCUIT BREAKER 3.00
Install an Arc-Fauit circuit breaker in the distribution panel o
protect all bedroom cutiets.




Spec

Location Total:

Quantity Units

e L

Total Price

Spec # Unit Price
Trade: 17 Drywzall & Plaster
5270 DRYWALL-1/2" 70500 SF
Hang, tape and 3 coat finish 142" drywall. Apply a 3/8" bead of
low VOC drywall adhesive to each framing member and install
using drywall seraws min. 1 5/8 long, 8"on center. Run boards
with long dimension perpendicular to framing members. Sand
ready for paint.
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM
Tape, float, sand,texture, prime and top coat trim, ceiling, walls,
doors & windows with owner's choice of paint color. Include any
closets.
Trade: 20 Floor Coverings
5922 UNDERLAYMENT & LINOLEUM SHEET GOODS 240.00 S&F
Install 1/4" underlayment grade plywood using 1 5/8" corrugated
nails, 4.6" on center allowing a 1/4" gap at wall. Fill seams with
a manufacturer approved filler. Install {inoleum sheet goods,
per manufacturer's maost current recommendations. Owner's
choice of calor.
5945 VINYL BASE 56.00 LF
Apply 4" high, .080 gauge viny! top set, cove base molding with
matching end stops and preformed corner units using a low
VOC adhesive.
Trade: 23 Electric
7565 INSTALL RECEPTACLE~15 AMP 400 EA
Install an ivory, duplex, 15 amp receptacle and ivory cover plate
at least 15" above floor level using copper 14-2 non-metallic
{NM) cable.
7710 3-WAY SWITCHES 100 EA
Install two, 3-way ivory switches with ivory cover plates at
opposite sides of room at strike side of door to control fixture,
no more than 48" above the floor, using copper 14-2 NM cable.
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA
‘ Install 2 UL approved, ceiling mounted, baitery powered smoke
and fire detector and battery.
8010 CEILING FAN 1.00 EA
Install 2 pull chain operated, 54" ceiling fan directly to framing or
hung on a manufacturer's recommended metal brace. Owner's
cholce of antique or polished brass finish.
8050 CABLE 7V OUTLET .00 EA

Install a surface mounted, neatly stapled, coaxial cable and
outlet to connector for TV system.




Spec

Quantity Units Unit Price  Total Price

Electric

Spec #

Spec

Quantity Units

Location Total:

Unit Price  Total Price

Trade: 10

Carpentry

Custom

Trade: 17

ROUGH FRAMING

Demolish existing roof, and install new ceiling joists fram living
room wall to Dining Room/Kitchen Wall at 24" on center. Install
bracing as required thru southern building code.

Drywall & Plaster

1.00

5270

Trade: 19

DRYWALL--1/2"

Hang, tape and 3 coat finish 1/2" drywall, Apply a 3/8" bead of
low VOC drywall adhesive to each framing member and install
using drywall screws min. 1 5/8 long, 8"on center. Run boards
with long dimension perpendicuiar to framing members. Sand
ready for paint,

Paint & Wallpaper

612.00

SF

5565

Trade: 20

PREP & PAINT VACANT ROOM

Hang tape, float, sand, and texture.Prime and top coat trim,
ceiling, walls, doors & windows with owner's choice of premixed
acrylic latex. Inciude any closets,

Floor Coverings

1.00

RM

5522

5945

Trade: 23

UNDERLAYMENT & LINOLEUM SHEET GOODS

Install 1/4" underlayment grade masonite using 1 5/8"
corrugated nails or cement coated nalls, ar narrow crown
staples, 4.6" on center allowing a 1/4" gap at wall. Fill seams
with a manufacturer approved filler. Install linoleumn sheet
goods, per manufacturer's most current recommendations.
Owner's choice of color.

VINYL BASE

Apply 4" high, .080 gauge viny! top set, cove base moiding with
matching end staps and preformed comer units using a low
VOC adhesive,

Electric

180.00

48.00

Sk

LF

7565

INSTALL RECEPTACLE-15 AMP

Install an ivory, duplex, 15 amp receptacle and ivory cover plate
at least 15" above floor ievel using copper 14-2 non-metallic
(NM) cable. Fish wire and repair ali tear out.

4.00




Spec Quantity Units Unit Price  Total Price

Spec #
Trade: 23 Electric
7690 INSTALL LIGHT SWITCH ' 2.00 EA
Install a single pole, ivory switch and ivory caver plate using NM
cable to control fixture no more than 48" above floor height. Fish
wire and repair all tear out.
7740 LIGHT FIXTURE AND SWITCH 1.00 EA

Spec #

Install a ceiling mounted, UL approved, 2 bulb light fixture {520
material allowance) controlled by an ivory switch with a ivory
cover located at the strike side of the door.

lLocation Total:

Spec Quantity Units  Unit Price

Trade:

10

Carpentry

3rn7

3727

3747

Trade:

18

CABINET - WQOD BASE 8.00 LF
Remove & dispose off site all existing cabinets, counters,

ledgers, etc. Install base cabinets constructed of particle board

face-frames, doors and draw fronts. Drawer boxes shall be

particle board. Carcasses will be joined using metal or plastic

comer bracing. All particleboard and MDF components must be

sealed with a low-VOC sealant. Owner will choose style & finish

from those available in line proposed by contractor.

CABINET - WOOD WALL 8.00 LF
Remove & dispose off slte all existing upper cabinets, counters,

ledgers, eic. NOTE: Upper cabinets will be 36" with a trimmed

drywall or plywood soffit. Install upper cabinets constructed of

particle board face-frames and doors with finger graoves,

Carcasses will be jolned using metal or plastic comer bracing.

All exposed edges must be sealed with a low-VOC sealant.

Owner will choose style & finish from those available in line

proposed by contractar.

REPLAGCE COUNTER TOP--PLASTIC LAMINATE 9.00 LF
Dispose of existing counter top. Field measure for sizing. All

particleboard and MDF components edges must be sealed with

a low-VOC sealant. Screw to base cabinet a square edged

plastic laminate counter top. Provide end-caps and cutaut for

sink. Caulk countertop to adjoining walls with low VOC caulking

to match wall color. Owner's choice of in-stock color and

texture.

Conservation

4905

INSULATE WALL--R-13 KRAFT FACED BATT 104.00 SF
After air sealing {Spec # 16-4903) install 3-1/2" thick, R~13, kraft

paper faced fibergiass roll insulation between studs per

manufacturer's specifications, carefully fit around alt mechanicat

and structural components so that there are no gaps, the batts

not compressed, and the cavities are completely filled. Staple




Spec#

Spec

Quantity Units

Unit Price

Total Price

Trade: 16

Conservation

Trade: 17

flanges to the faces of the studs. Notify Owner when the
installation is ready for inspection. The inspection will include
spot checks for quality, puliing some of the facing away from the
studs. The contractor will reinstall areas accessed for
inspection. Insulation must be inspected before the wall finish is
installed.

Drywall & Plaster

8270

Trade: 19

DRYWALL—1/2"

Hang, tape and 3 coat finish 1/2" drywall. Apply a 3/8" bead of
low VOC drywall adhesive to each framing member and install
using drywall screws min. 1 5/8 long, 8"on center. Run boards
with long dimension perpendicular to framing members. Sand
ready for paint.

Paint & Wallpaper

585.00

SF

5565

Trade: 20

PREP & PAINT VACANT RCOM

Hang tape, float, sand, and texture.Prime and top coat trim,
celling, walls, doors & windows with owner's choice of premixed
acrylic latex. Include any closets.

Flaor Coverings

1.00

RM

5930

5945

Trade: 23

UNDERLAYMENT AND VINYL SHEET GOODS

Instail /4" underlayment grade masonite using 1 5/8", 4.6" on
center allowing a 1/4" gap at wall. Fill seams with a
manufacturer approved filler, Install 070" thick, backed vinyl
sheet goods w/ minimum seams, per manufact.
recommendations. [nstall metal edge strips in openings.
Owner's chalce of pattern and color.

VINYL BASE

Apply 4" high, .0B0 gauge vinyl top set, cove base molding with
matching end stops and preformed comer units using a low
VOC adhesive,

Electric

169.00

40.00

SF

LF

7565

7585

7690

INSTALL RECEPTACLE--15 AMP

install an Ivary, duplex, 15 amp receptacle and ivory cover plate
at least 15" above floor level using copper 14-2 non-metallic
(NM) cable,

RECEPTACLE--GFC] COUNTERTOP 15 AMP

Install a flush mounted, ground fault circuit interrupted, ivory,
duplex receptacle and ivory cover plate using #14 copper
non-metallic cable, controlled by a 15 amp circuit breaker. Fish
wire and repair all tear out. If mounted over a countertop install
ne more than 46 inches above floor height.

INSTALL LIGHT SWITCH
Install a single pole, ivory switch and ivo

4.00

2.00

1.00




Spec# Spec Quantity Units Unit Price  Total Price
Trade: 23 Electric :
cable to control fixture no mare than 48" abave floor height. F
7750 FLUORESCENT LIGHT FIXTURE 1.00 EA
Install a 4 tube, 40 watt, surface mounted 48"x16" fluorescent
fixture with acrylic diffuser and energy efficient ballast.
7835 RANGE HOOD EXTERIOR VENTED 1.00 EA

Install 2n exterior ducted enameled range hood with integral
controls and light capable of 100 cfm at 70 sones. Attach hood
to cabinet with screws. Include metal vent and roof or wall
cap/damper assembly, using #14 copper Romex. Owner's
choice of color.

Location Total:

i

Spec Quantity Units UnitPrice  Total Price

Spec #
Trade: 10 Carpentry
3345 DOOR-FLUSH INT, HOLLOW CORE 1.00 EA
Install fiush, hollow core, masonite doer on existing jamb.
Include privacy lockset and 2 butt hinges.
Trade: 17 Drywazll & Plaster
5245 DRYWALL- WATER RESIST 408.00 SF
Hang 1/2" water resistant drywall over existing surface with 1
5/8” drywall nails on center and 3/8" adhesive beads 16" on
center, Bult drywall to door and window casing. Tape, 3 coat
finish, sand ready for paint.
Trade: 19 Paint & Wallpaper
5565 PREP & PAINT VACANT ROOM 1.00 RM
Tape, float, sand and textura. Prime and top coat trim, ceiling,
walls, doars & windows with owner's chaice of premixed acrylic
latex. Include any closets,
Trade: 20 Floor Caverings
5930 UNDERLAYMENT AND VINYL SHEET GOODS 1.00 SF
install 1/4" underlayment grade masonite using 1 5/8"
corrugated nails 4.6" on center allowing a 1/4" gap at wall. Fill
seams with a manufacturer approved filler. Install 070" thick,
backed vinyl sheet goods w/ minimum seams, per manufact.
recommendations. Install metal edge strips in openings.
Owner's choice of pattern and calor,
5945 VINYL BASE 4500 LF

Apply 4" high, .080 gauge vinyl top set, cove base molding with
matching end stops and preformed corner units using a low




Total Price

Quantity Units  Unrit Price

Floor Coverings

VOC adhesive.
Trade; 22 Plumbing
7180 BATH--3/4 {COMM/LAVISHOWER) 1.00 EA

Rough in, supply white fixtures and trim aut a white, close
coupled commode, 24" vanity with top, and a fiberglass shower.
Rough in with PVC waste and vent and copper supply. Install
metal single lever faucets on lavatory and shower with, chromed
9~ piece accessory sef, & metal medicine cabinet,

Trade: 23 Electric

7590 RECEPTACLE~GFC] BATH 1.00 EA
Install a flush mounted, ground fault circuit interrupted ivory
duplex receptacle with ivory cover plate adjacent to lavatory
using copper non-metallic cable. Fish wire and repalr ail tear

out, .

7735 LIGHT FIXTURE GLODBE 100 EA
Install a glass light fixture globe on ceiling fixture.

7761 2 BULB BATH VANITY FIXTURE 1.00 EA

Install a, over vanity light fixture using base lamps installed
above the sink. Include single pole switch.

7820 BATH VENT FAN 1.00 EA
Install a ceiling or through-the-wall, exteror ducted , vent fan
with light, damper, and faceplate capable of 50CFM at 60
sones. Include; power and switch wiring using #14 copper
Romex.

l.ocation Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
3345 DOOR--FLUSH INT, HOLLOW CORE 1.00 EA

Install flush, hollow care, masonite door on existing jamb.
Inclede privacy lockset and 2 butt hinges.

3375 DOOR--WOOD BIFOLD 1.00 EA
Hang a flush, hollow core, wood bifold door including overhead
track, all hardware and casing on ane side, plumb and centered
within the opening.

4010 CLOSET POLE 1.00 EA
Fleld measure and install 1-1/2" diameter wood closet pole and
sockets,

4015 CLOSET SHELF B.00 LF




Spec #

Spec Quantity Units

Unit Price

Total Price

Trade:

10

Carpentry

Trade:

17

Install 1"x 12" closet shelf of #2 grade pine or B/C plywood, from
wall ta wall, supported on three sides by hook strip. If more
than 4' span, use center support bracket, If plywood, fill =il
cracks, holes and front edge cuts with putty, and sand smooth.

Drywall & Plaster

5270

Trade:

20

DRYWALL-1/2" 528.00
Hang, tape and 3 coat finish 1/2" drywall, Apply a 3/8" bead of

low VOC drywall adhesive to each framing member and instal

using drywall screws min. 1 5/8 iong, 8"cn center. Run boards

with long dimension perpendicular to framing members. Sand

ready for paint.

Floor Coverings

SF

5922

5845

Trade;

23

UNDERLAYMENT & LINOLEUM SHEET GOODS 144,00
Install 1/4" underlayment grade masonite using 1 5/8"

corrugated nails, 4.6" on center allowing a 1/4" gap at wall. Fill

seams with a manufacturer approved filler. Install linoleum

sheet goods, per manufacturers mest current

recommendations. Owner's choice of color.

VINYL BASE 48.00
Apply 4" high, .080 gauge vinyl top set, cove base molding with

matching end stops and preformed comer units using a low

VOC adhesive. Include closets

Electric

SF

LF

7565

7690

7805

INSTALL RECEPTACLE--15 AMP 4.00

Install an ivory, duplex, 15 amp receptacle and ivary cover plate
at least 15" above floor level using copper 12-3 non-metallic
(NM) cable. Fish wire and repair all tear out.

INSTALL LIGHT SWITCH 1.00
Install a single pole, ivory switch and ivory cover plate using NM

cable to control fixture no more than 48" above floor height. Fish

wire and repair all tear out.

SMOKE DETECTOR--BATTERY POWERED 1.00

Instali a UL approved, ceiling mounted, batiery powered smoke
and fire detector and battery.

EA

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 10 Carpentry
3345 DOOR-FILLUSH INT, HOLLOW CORE 1.00 EA




Quantity Units Unit Price  Total Price

Trade: 10 Carpentry

Instali flush, hollow core, masonite door on exisfing jamb.
Include privacy lockset and 2 butt hinges.

3375 DOQR-WOOD BIFDLD ) 1.00 EA
Hang a flush, hollow core, woad bifold door including overhead
track, all hardware and casing on one side, plumb and centered
within the opening.

4010 CLOSET POLE 100 EA
Freld measure and install 1-1/2" diameter wood closet pole and
sockets.

4015 CLOSET SHELF 6.00 LF

install 1"x 12" closet shelf of #2 grade pine or BIC plywood, from
wall to wall, supported on three sides by hook strip. If more
than 4' span, use center support bracket. |f plywood, fill ail
cracks, holes and front edge cuts with putty, and sand smoath.

Trade: 17 Drywall & Plaster

5270 DRYWALL--1/2" 528.00 SF
Hang, tape and 3 coat finish 1/2" drywall. Apply a 3/8" bead of
low VOC drywall adhesive to each framing member and install
using drywall screws min. 1 5/8 long, 8"on center. Run boards
with long dimension perpendicular ta framing members, Sand

ready for paint.
Trade: 20 Floor Coverings
5922 UNDERLAYMENT & LINOLEUM SHEET GOODS 144.00 SF

Install 1/4" underlayment grade masonite using 1 5/8"
corrugated nails, 4.6" on center allowing a 1/4" gap at wall. Fill
seams with a manufacturer approved filler, Install finoleumn
sheet goods, per manufacturer's most current
recommendations. Owner's choice of color.

5345 VINYL BASE 48.00 LF
Apply 4" nigh, .080 gauge vinyl top set, cove base molding with
matching end stops and preformed comer units using a low
VOC adhesive. Include closets

Trade: 23 Electric

7565 INSTALL RECEPTACLE--15 AMP 400 EA
Install an ivory, duplex, 15 amp receptacle and ivory cover plate
at least 15" above floor level using copper 12-3 non-metaiiic
(NM) cable. Fish wire and repair all tear out.

7690 INSTALL LIGHT SWITCH 1.00 EA

Install a single pole, ivory switch and ivory cover plate using NM
cable to control fixture no mare than 48" above floor height. Fish
wire and repair all tear out,

7805 SMOKE DETECTOR--BATTERY POWERED .00 EA
Install a UL approved, ceiling mounted, battery powered smolke




Quantity Units

Electric

Spec #

and fire detector and battery.

Spec

Location Total:

Quantity Units

Trade: 10

Carpentry

3345

3375

4010

4015

Trade: 17

DOOR--FLUSH INT, HOLLOW CORE

Install fiush, hollow core, masonite door on existing jamb.
Include privacy lockset and 2 butt hinges.

DOOR--WOOD BIFOLD
Hang a flush, hallow core, wood bifold door including overhead

track, all hardware and casing on one side, piumb and centered

within the opening.

CLOSET POLE
Field measure and install 1-1/2" diameter wood closet pole and
sockets.

CLOSET SHELF

tnstall 1"x 12" closet shelf of #2 grade pine or B/C plywood, from

wall to wall, supported on three sides by hook strip. If more
than 4" span, use center support bracket. If plywaood, fill all
cracks, holes and frant edge cuts with putty, and sand smooth.

Drywall & Plaster

1.00

1.00

1.00

6.00

EA

LF

5270

Trade: 20

DRYWALL--1/2"

Hang, tape and 3 coat finish 1/2" drywall. Apply a 3/8" bead of
low VOC drywall adhesive to each framing member and install
using drywall screws min. 1 5/8 long, 8"on center. Run boards
with long dimension perpendicular to framing members. Sand
ready for paint.

Floor Coverings

528.00

SF

5922

5945

Trade: 23

UNDERLAYMENT & LINOLEUM SHEET GOODS

Install 1/4" undertayment grade masonite using 1 5/8"
corrugated nails, 4.6" on center allowing a 1/4" gap at wall. Fill
seams with a manufacturer approved filler. Install linaleum
sheet goods, per manufacturer's most current
recommendations. Owner's choice of color,

VINYL BASE

Apply 4" high, .080 gauge viny! top set, cove base molding with
matching end stops and preformed corner units using a low
VOC adhesive. Include closets

Electric

144.00

48.00

SF

LF

Total Price

Total Price




Spec Quantity

Spec # Units Unit Price  Total Price
Trade: 23 Electric

7565 INSTALL RECEPTACLE-~15 AMP ' 400 EA
Install an Ivary, dupiex, 15 amp receptacle and ivory cover plate
at least 15" above floor level using copper 12-3 non-metallic
(NM) cable. Fish wire and repair all tear out.

7690 INSTALL LIGHT SWITCH 1.00 EA
Install a single pole, ivory switch and ivory caver plate using NM
cable to control fixture no more than 48" above floor height. Fish
wire and repair all tear out.

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec Quantity Units

Unit Price

Total Price

Drywall & Piaster

Trade;

18

DRYWALL-1/2" 228.00
Hang, tape and 3 coat finish 1/2" drywall, Apply a 3/8" bead of

low VOC drywall adhesive to each framing member and install

using drywall screws min. 1 5/8 long, B8"on center. Run boards

with long dimension perpendicular to framing members. Sand

ready for paint.

Paint & Wallpaper

SF

5565

Trade:

20

PREP & PAINT VACANT ROOM 1.00

Tape, Float, Sand, Texture prime and top coat trim, celling,
walls, doors & windows with owner's choice of premixed acrylic
latex. Include any closeats.

Floor Coverings

RM

5922

5945

Trade:

23

UNDERLAYMENT & LINOLEUWM SHEET GOODS 36.00
Install 1/4" underlayment grade masonite using 1 5/8"

corrugated nails, 4.5" on center allowing a 1/4" gap at wall. Fill

seams with a manufacturer approved filler. Install linoleum

sheet goods, per manufacturer's most current

recommendations. Owner's choice of color.

VINYL BASE 25.00
Apply 4" high, .080 gauge vinyl top set, cove base molding with

matching end stops and preformed comer units using a low

VOC adhesiva,

Electric

SF

LF

77145

FIXTURE AND 3-WAY SWITCHES—-ENERGY STAR 1 LAMP 1.00




Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 23 Eleetric

Install a flush mounted ceiling light fixture using & single base
lemp Install a pair of ivory 3-way switches with vory cover
plates mounted at the strike side of the doors,| no more than 48"
above the flaor.

Location Total:

S L e

Quantity Units  Unit Price

Spec# Spec Total Price

Trade: 10 Carpentry

3420 ATTIC ACCESS .00 EA
Cut and frame an attic access hatch entry with a clear opening
of at least 24"x24" Sheath the sides of the emntry opening with
1/2" plywood to maintain a dam capable of haolding back 12" of
blown-in insulation. Make a hatch door of 1/2" plywood and
attach 6" of fall faced polyiscocyanurate foam board with the
edges of the foam board sealed with aluminum foil tape. Trim
the opening with casing to match room using the casing to
create a lip to support the hatch door. Caulk ali seams in the
assembly with low VOC caulk. Weatherstrip with adhesive
faced foam weatherstripping tape on the top edge of the casing
that supports the door to create an airtight seal.

Trade: 16 Conservation

4920 INSULATE CEILING, R-30 KRAFT FACED BATT 1,204.00 SF
After air sealing (Spec # 16-4903) install 12" thick R-30 unfaced
fiberglass batts between the ceiling joists carefully fitting the
fiberglass around obstructions such as wires, pipes ductwork
and building companents to insure a consistent and continuous
R30 rating. Staple flanges to the interior faces of the studs.
Notify Owner when the installation is ready for inspection. The
inspection will include spot checks for quality, pulling some of
the facing away from the studs. The contractor will reinstali
areas accessed for inspection, Insulation must be inspected
before the ceiling finish is installed.

Trade: 23 Electric

7727 LIGHT FIXTURE--PULL CHAIN .00 EA
Install a porcelain pull chain lamp fixture with a lamp on an
approved electrical box,

Location Total:

R e e, e e ey e e e e T e g s e o,
e e e e e e s b e ey ST e SISt
e e e e e e = R e e e e e Tt

Unit Total for 133 E Ozuna Road, Unit Unit 01:




Address Grand Total for 133 E Ozuna Road:

Bidder:
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Webb County Housing
Rehabilitation
Bid Form

Project #TDA-Rehab-008

Name; Manuela Rodriguez
Address: 122 W. Alvarado
Laredo, Texas 78043

Phone#

Total Bid Amount

Offfce: 1600 Washington
Laredo, Texas 78040
Fhone (956) 523-4605
Fax: (956} 523-5064

Time of Completion:

Alternatives:

1. Materials:

2. Labor;

3. Materials:

4. Labor:

Contractors Name

Address

Phone #

Signature Date




SPECS BY LOCATION/TRADE 2/25/2014

Pre-Bid Site Visit: Case Number:
Bidding Open Date: Project Manager; Arnocldo Cervanies
Bidding Close Date; Phone: 956-728-1481

Initial;

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade; 1 General Requirements
10 OWNER ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned applicant(s) cerfifies that he/she has
participated in the development of this Work Write Up (WWU)
with the "Date inspectad” date of & referred to as
Exhiblt 1. After careful review the applicant understands &
accepts the work described & has initialed & dated each page of

this WWwWU,
X X
Applicant Date Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that he/she has carefully
reviewed & agrees to perform the work described in this Work
Write Up (WWU) with the "Date Inspected” date of

& referred to as Exhibit 1. The contractor shall
initial & date each page of the WWU.
X

Contractor Date

3 CONSTRUCTION DEFINITIONS 1.00 GR

"Install" means to purchase, set up, test and warrant a new
component. " Replace" means to remove and dispose of
original material, purchase new material, deliver, install, test and
warrant. "Repair’ means to return a bullding cormponent to like
new condition through replacement, adjustment and recoating
of parts. "Reinstall" means to remove, clean, store and install a
component.

35 VERIFY QUANTITIES/MEASUREMENTS 1.00 GR
All Quantities stated in the attached specifications for this
address using Units of Measure other than Each (EA), Room
{(RM) or Dwelling Unit (DU) (e.g. SF of Drywall) are for the
contractor's convenience and must be verified by the contractor
at a mandatory site inspection prior to bid submission. All
quantitles stated in the Units of Measure Each (EA), Room
(RM) or Dwelling Unit (DU) are as stated. Discrepancies in
Quantities found by the contractor must be communicated to
the Housing Rehabilitation Specialist prior to the submission of
a bid. Claims for additional funds due to discrepancies in
Quantities shall not be honored if submitted after the bid
submission,

45 CONTRACTOR PRE-BID SITE VISIT 1.00 DU
The contractor must inspect the praperty. Submission of a bid is
presumptive evidence that the bidder has thoraughly examined
the site and is conversant with the requirements of the local
furisdiction.




Spec #

Spec

Quantity Units

Unit Price

Total Price

Trade:

1

General Requirements

55

77

78

85

20

b5

120

Trade;

5

WORK TIMES

Contractors and their Subcontractors shall schedule working
hours between 8:00am and 6:00pm Monday through Friday.
Requests to work on weekends and before or after these hours
must be approved by the homeocwner.

NEW MATERIALS REQUIRED

All materials used in connection with this work write-up are to be
new, of first quality and without defects - unless stated
otherwise or pre-approved by Owner and Construction
Specialist.

WORKMANSHIP STANDARDS

All work shall be performed by mechanics both licensed and
skilled In their particular trade as well as the tasks assigned to
them, Workers shall protect all surfaces as long as required to
eliminate damage.

CLOSE-IN INSPECTIONS REQUIRED

Call the agency for inspection of all work that will be concealed
from view before It is closed in. This type of inspection
frequently includes, but Is not limited to footings, roof sheathing
& flashing prior to installation of new felt & shingles, and
repaired framing & decking prior to installation of underlayment
& floor coverings, prior to insulation and prior to drywall.

1 YEAR GENERAL WARRANTY

Contractor shall rermedy any defect due to faulty material or
workmanship and pay for all damage to other work resulting
therefrom, which appear within one year from fina payment.
Further, contractor shall furnish owner with all manufacturars'
and suppliers' written warranties covering items furnished under
this contract prior to release of the final payment,

PORTABLE TOILET
Provide termporary toilet facilities from job start until approval of
permanent facilities.

FINAL CLEAN i
Remove from site all construction materials, tools and debris,
Sweep clean all exterlor work areas. Vacuum all interior work
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

Demolition & Disposal

1.00

1.00

1.00

1.00

1.00

2.00

1.00

GR

GR

GR

GR

ou

MO

Dy

8OO

Trade:

16

DUMPSTER--20 CUBIC YARDS

After procuring all required permits, place a 20 cubic yard,
roll-off dumpster without damaging the site. Collect
construction debris using dust control methods,

Conservation

1.00

4803

AIR-SEAL BUILDING ENVELOPE
Seal all accessible cracks, gaps and holes in the building

1.00

Du




Spec#  Spec Quantity Units UnitPrice  Total Price

Trade: 16 Conservation

envelope with low VOC caulk (if less than 1/4") or expanding
foam (if greater than 1/4"). Seal all top plate and botiom plate
penefrations. if the foundation masanry wall is open core
concrete black, seal the tops of the block with expanding foam.
Seal all penetrations created by plumbing, gas lines, electrical
boxes and outlets, Seal accessible gaps between the structure
and window and door units with low expansive foam. Take care
to seal all joints without excess sealant. Seal-any gaps in the
building envelope adjacent to flues with carefully cut to fit sheet
metal collars that are securely fastened to framing sealing all
seams and gaps with fire rated caulk. Remove any recessed
light fixtures In Insulated ceilings and seal the resuiting opening.
Seal any entries to attic space using weather stripping on attic
doors or hatches. Air sealing must be completed prior to the
installation of Insulation.

Trade: 23 Electric

7430 CERTIFY ELECTRIC DISTRIBUTION 1.00 DU
Electrician shall inspect all exposed wiring, motors, fixtures and
devices for malfunction, shorts and housing code compliance.
Non-functioning and dangerous equipment and wiring shall be
replaced with Romex wire, ivory devices and fixtures, with $20
per fixture allowance. The service panel shall conform to the
NEC Existing Structures code.

Location Total:

Quantity Uniis

Unit Price  Total Price

Trade: 10 Carpentry

2930 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA
Remove window to code legal dump. Field measure, fabricate
and install a white, single hung, one-cver-oneg, double glazed,
thermal break, enameled aluminum replacement window
including all necessary panning, caulk, trim and screen,

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:




Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 23 Electric
7425 ELECTRIC PANEL--RELOCATE 1.00 EA

Relocate panel as indicated on plans. Include all required
materials to meet National Electric Code.

Location Total:

Spec#  Spec

Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Spec#  Spec Quantity Unijts  Unit Price  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no wark.

Location Total:

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

l.ocation Total:




Spec# Spec Quantity Units  Unit Price  Total Price

Trade: 1 General Requirements

3 NO WORK REQUIRED 1.00 EA
This area requires no wark.

Location Total:

Spec#  Spec . Quantity Units  Unit Price  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work,

Location Total:

Spec# Spec Quantity Units  Unit Price  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 100 EA

This area requires no work.

Location Total:

Unit Price  Total Price

Quantity Units

Trade: 1 General Requirements

3 NO WORK REQUIRED 1.00 EA
This area requires no wark.

Location Total:

Spec#  Spec Quantity Units Unit Price Total Price

Trade: 10 Carpentry
2930 WINDOW--ALUM SGL HNG/DBL GLZ 200 EA
Remove window to code legal dump. Field measure, fabricate
and Install a white, single hung, one-over-one, double glazed,
thermal break, enameled aluminum replacement window
including all necessary panning, caulk, trim and screen,




Location Total:

Spec# Spec . Quantity Units  Unit Price Total Price

Trade: 10 Carpentry
Custom FASCIA BACKER 2X6 187.00 LF
Provide and install 26 fascia backer throughout anfire roof
perimeter.
Custom  1x2 DRIP MOLDING WiTH METAL EAVE STRIFC 187.00 LF

Provide and install 1x2 drip metal eave sirips.

Trade: 15 Roofing

4440 FRAME RQOQF--PITCHED 1,400.00 &F
Remove existing Frame roof structure to match existing pitch
construct with 2x6 rafters sized to Jocal code.

4592 CORRUGATED METAL ROOF/SIDING 15.00 SQ
Run 2"x4" nailers perpendicular to joists/ studs at 2' o.c. Use
CCA treated lumber at roof perimeter. Run 27-3/4" wide 28
gauge galvanized corrugated steel panels perpendicular to
nailers w/24" max. exposure. Fasten panels at naflers w/
neoprene washed nails or self tapping screws 8" o.c. max. Seal
open ends w/corrugated filler strips. Trim open sides @ gable
w/ companion drip caps on roofs and o.s. corner on walls,

4755 FASCIA 1"X 8" : 187.00 LF
Install a 1"x 8", #2 pine fascia with bavel cut joints using
galvanized finish nalls, Caulk over joints, and prime.

Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 23 Electric

7305 SMOKE DETECTOR~BATTERY POWERED 1.00 EA
: Install a UL approved, ceifing mounted, battery powered smoke
and fire detector and battery.

Location Total:

Quantity Units Unit Price  Total Price

Trade: 1 General Requirements

3 NO WORK REQUIRED 1.00 EA
This roam has been inspected and requires no work.

Location Total:




Spec# Spec Quantity Units Unit Price  Tota! Price

Trade: 23 Electric

7595 RECEPTACLE-GFC| COUNTERTOP 15 AMP 6.00 EA
Install & flush mounted, ground fault circuit interrupted, ivory,
duplex receptacle and Ivory cover plate using #14 copper
non-metallic cable, controlled by a 15 amp circuit breaker. Fish
wire and repair all tear out. If mounted over a countertop instail
no more than 46 inches above floor height.

[.ocation Total;

Spec# Spec Quantity Units Unit Price  Total Price
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA

Install a UL approved, celling mounted, battery powered smoke
and fire detector and battery.

Location Tofal:

Spec#  Spec Quantity Units  Unit Price  Total Price
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 100 EA

Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 23 Electric
7565 INSTALL RECEPTACLE-15 AMP 2.00 EA

Install an jvory, duplex, 15 amp receptacle and ivory cover plate
at least 15" above fioor level using copper 12-3 non-metallic
(NM) cable. Fish wire and repair al tear out.

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

l.ocation Total;




Spec#  Spec Quantity Units  Unit Price
Trade: 23 Electric
7590 RECEPTACLE--GFCI BATH 1.00
Install a flush mounted, ground fault circuit interrupted ivory
duplex receptacle with ivory cover plate adjacent to lavatory
using copper non-metallic cable. Fish wire and repair ait tear
out,
7735 LIGHT FIXTURE GLORE 1.00
install a glass light fixture globe on wall fixture.
7820 BATH VENT FAN 1.00

install a ceiling or through-the-wall, exterior ducted, vent fan
with damper, and chrome faceplate capable of 60CFM at 60
sones. Include; power and switch wiring using #14 copper
Romex. Repair any tear out.

Address Grand Total for 122 W Alvarado Road:

Bidder:

Total Price

Location Toial:
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Webb County Housing
Rehabilitation
Bid Form

Project #TDA-Rehab-009

Name; Perfecto & Graciela Sanchez
Address: 127 Ranch Road
Laredo, Texas 78043

Phone#

Total Bid Amount

Office: 1600 Washington
Laredn, Texas 78040
Phone (956) 523-4605
Fax: (956) 523-5064

Time of Completion:

Alternatives:

1, Materials:

2. Labor:

3. Materials:

4, Labor:

Contractors Name

Address

Phone #

Signature Date




SPECS BY LOCATION/TRADE 212512014

Pre-Bid Site Visit: Case Number:
Bidding Open Date: Project Manager:
Bidding Close Date: Phone:

Initial:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 1 General Requirements
10 OWNER ACCEPTS SCOPE OF WORK 1.0¢ DU

The undersigned applicant(s) certifies that he/she has
participated in the development of this Work Write Up (WWU)
with the "Date inspected" date of & referred to as
Exhibit 1. After careful review the applicant understands &
accepts the work described & has Initialed & dated each page of

this WWU.
X X
Applicarnt Dats Applicant Date
14 CONTRACTOR ACCEPTS SCOPE OF WORK 1.00 DU

The undersigned contractor certifies that he/she has carefully
reviewed & agrees to perform the work described In this Work
Wiite Up (WWU) with the "Date Inspected"” date of

& referred to as Exhibit 1. The contractar shall
initial & date each page of the WWU.
X

Contractor Date

31 CONSTRUCTION DEFINITIONS 1.00 GR

"Install" means to purchase, set up, test and warrant a new
component. " Replace" means to remove and dispose of
original material, purchase new material, deliver, instal], test and
warrant. "Repalr” means to return a building component to Iike
new conditlon through replacement, adjustment and recoating
of parts. "Reinstall" means to remove, clean, store and install a
componeant,

35 VERIFY QUANTITIES/MEASUREMENTS 1.00 GR

All Quantities stated In the attached specifications for this
address using Units of Measure other than Each (EA), Room
{(RM) or Dwelling Unit (DU) (e.g. SF of Drywali) are for the
confractor’s convenience and must be verified by the contractor
at a mandatory site inspection prior to bid submission. All
quantities stated in the Units of Measure Each (EA), Room
(RM) or Dweilling Unit (DU) are as stated. Discrepancies in
Quantities found by the contractor must be communicated to
the Housing Rehabilitation Spacialist prior to the submission of
a bid. Claims for additional funds due to discrepancies in
Quantities shail not be henored If submitted after the bid
submission.

45 CONTRACTOCR PRE-BID SITE VISIT 1.00 DU
The contractor must inspect the property. Submission of a bid is
presumptive evidence that the bidder has thoroughly examined
the site and Is conversant with the requirements of the local
jurisdiction.




Spec #

Spec

Trade:

1

General Requirements

85

77

78

85

90

95

120

Trade:

5

WORK TIVMES

Contractors and their Subcontractors shall schedule working
hours between 8:00am and 6:00pm Monday through Friday.
Requests to work on weekends and before or after these hours
must be approved by the homeowner.

NEW MATERIALS REQUIRED

All materials used in connection with this work write-up are to be
new, of first quality and without defects - unless stated
otherwlse or pre-approved by Owner and Construction
Specialist,

WORKMANSHIP STANDARDS

All wark shall be parformed by mechanics both licensed and
skilled in their particular trade as well as the tasks assigned io
them. Workers shall protect all surfaces as long as required to
gliminate damage.

CLOSE-IN INSPECTIONS REQUIRED

Call the agency for Inspection of all work that will be concealed
from view before it is closed in. This type of inspection
frequently includes, but is not limited to footings, roof sheathing
& flashing prior to installation of new felt & shingles, and
repaired framing & decking prior to Installtation of underlayment
& floor coverings, prior to insulation and prior to drywall.

1 YEAR GENERAL WARRANTY

Contractor shall remedy any defect due to faulty material or
workmanship and pay for all damage to other work resulting
therefrorn, which appear within one year from final payment.
Further, contractor shalf furnish owner with all manufacturers'
and suppliers' written warranties covering items furnished under
this contract prior to release of the finai payment.

PORTABLE TOILET
Provide temporary toilet facilites from job start until approval of
permanent facilities.

FINAL CLEAN

Remove from site all construction materials, tools and debris.
Sweep clean all exterior work areas. Vacuum all interior work
areas, removing all visible dust, stains, labels and tags. Clean
all windows referenced in specifications.

Demolition & Disposai

1.00

1.00

1.00

1.00

1.00

1.60

1.00

GR

GR

GR

GR

DU

MO

bu

800

Trade:

16

DUMPSTER--20 CUBIC YARDS

After procuring all required permits, place a 20 cubic yard,
roll-off dumpster without damaging the site. Collect
construction debris using dust control methods.

Conservation

1,00

4563

AIR-SEAL BUILDING ENVELOPE
Seal all accessibie cracks, gaps and holes in the building

1.00

Dy

Total Price




Spec# Spec Quantity Units UnitPrice Total Price

Trade: 16 Conservation

envelope with low VOC caulk (if less than 1/4") or expanding
foam (if greater than 1/4"). Seal all top plate and bottom plate
penetrations. If the foundation masonry wall is open core
concrete block, seal the tops of the block with expanding foam,
Seal all penetrations created by plumbing, gas [ines, electrical
baxes and outlets. Seal accessible gaps between the structure
and window and door units with low expansive foam. Take care
to seal all joints without excess sealant, Seal any gaps in the
building envelope adjacent to flues with carefully cut to fit sheet
metal collars that are securely fastened to framing sealing all
seams and gaps with fire rated caulk. Remove any recessed
light fixtures in insulated ceilings and seal the resulting opening.
Seal any entries to attic space using weather stripping on attic
doors or hatches. Air sealing must be completed prior to the
installation of insulation.

Trade: 23 Electric

7430 CERTIFY ELECTRIC DISTRIBUTION 1.00 DU
Electrician shall inspect all exposed wiring, molors, fixtures and
devices for malfunction, shorts and housing code compliance.
Nori-functioning and dangerous equipment and wiring shall be
replaced with Romex wire, ivory devices and fixtures, with $20
per fixture allowance. The service panel shall conform to the
NEC Existing Structures code.

Location Total;

Spec# Spec Quantity Units Unit Price  Total Price
Trade;: 1 General Requirementis
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total:

Spec#  Spec Quantity Units
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no worlk.

Location Total:




Spec# Spec Quantity Units UnitPrice  Total Price

Trade: 40 Carpentry

2705 STUCCO--PATCH 86,00 S8F
Remove damaged stucco and wire, attach new wire to patch
area and apply scratch, brown and color coats. Feather patch
into the surrounding surface. Match existing color as closely as
possible,

Location Total:

Spec#  Spec Quantity Units UnitPrice  Total Price
Trade: 1 General Requirements
3 NO WORK REQUIRED 1.00 EA

This area requires no work.

Location Total;

Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT CEILING-FLAT 381,00 SF

Remove or cover hardware and accessories not to be painied.
Scrape loose, peeling, cracked and blistered areas. Clean all,
grease, fungus, dirf and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing with
acrylic latex. Top coat with owner's choice of Fiat paint.
Replace or uncover hardware, fixtures and accessories.

Trade: 20 Floor Coverings

5915 VINYL COMPOSITION TILE 381.00 S8F
Instali 12"x12"x1/8" vinyl composition tile, per manufacturer's
recommendations. Include metal edge strips at openings, and
4" vinyl base around perimeter. Owner's choice of in-stock
color.

5917 LINOLEUM COMPOSITION TILE 1.00 SF
install 1/4" underlayment grade plywood using 7d screw shank
or cement coated nails, or narrow crown staples, 8" an center
allowing a 1/4" gap at wall. Fill seams with a manufacturer
approved filler. Install 13" X 13" Composition Tiie (MCT), per
manufacturer's most current recommendations. Owner's
choice of color.

Lacation Total:




Spec# Spec Quantity Units UnitPrice  Total Price
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT CEILING--FLAT 170.00 SF

Remave or cover hardware and accessories nat to be painted.
Scrape loose, peeling, cracked and blistered areas. Clean oil,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing with
acrylic latex. Top coat with flat paint. Replace or uncover
hardware, fixtures and accessories.

Trade: 20 Floor Coverings

5915 VINYL COMPOSITION TILE 170.00 SF
install 12"x12"x1/8" vinyl composition tile, per manufacturer's
recornmendations. Include metal edge strips at openings, and
4" vinyl base around perimeter. Owner's choice of in-stock
color.

Trade: 23 Electric

7805 SMOKE DETECTOR--BATTERY POWERED 1.00 EA
Instali a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total;

Spec#  Spec Quantity Units UnitPrice  Tofal Price

Trade: 19 Paint & Wailpaper
5485 PREP & PAINT CEILING~FLAT 22400 SF

Remove or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and biistered areas. Clean ail,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materfals and spet prime existing with
acrylic latex. Top coat with flat paint. Replace or uncover
hardware, fixtures and accessories,

Trade: 20 Floor Coverings

5915 VINYL COMPOSITION TILE 22400 SF
Install 12"x12"x1/8" vinyl composition tile, per manufacturer's
recommendations. Include metal edge strips at openings, and
4" vinyl base arocund perimeter. Owner's choice of in-stock
color.

Trade: 23 Electric

7805 SMOKE DETECTOR--BATTERY POWERED 100 EA
Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.




Spec#  Spec Quantity Units  Unit Price  Total Price

Trade: 23 Electric

Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT SURFACE--FLAT 22400 SF
Remave or cover hardware and accessories not to be painted,
Scrape loose, pesling, cracked and blistered areas. Clean off,
grease, fungus, dirt and dust from surfaces. Fill holes and
cracks. Prime all new materials and spot prime existing with
acrylic latex. Top coat with flat paint. Replace or uncover
hardware, fixtures and accessories.
Trade: 20 Floor Coverings
5915 VINYL COMFOSITION TILE 22400 SF
Instali 12"x12"x1/8" vinyl composition tile, per manufacturer's
recommendations. Include metal edge strips at openings, and
4" vinyl base around perimetar. Owner's choice of in-stock
color,
Trade: 23 Electric
7805 SMOKE DETECTOR--BATTERY POWERED 100 EA

Install a UL approved, ceiling mounted, battery powered smoke
and fire detector and battery.

Location Total:

Spec®#  Spec : Quantity Units Unit Price  Total Price
Trade: 19 Paint & Wallpaper
5485 PREP & PAINT SURFACE-FLAT 84.00 5F
Remove or cover hardware and accessories not to be painted.
Scrape loose, peeling, cracked and blistered areas. Clean oil,
grease, fungus, dirt and dust from surfaces. Flil holes and
cracks. Prime all new materials and spot prime existing with
acrylic latex. Top coat with flat paint. Replace or uncover
hardware, fixtures and accessories.
Trade: 20 Floor Coverings
5915 VINYL COMPQSITION TILE B4.00 SF

Install 12"x12"x1/8" vinyl composition tile, per manufacturer's
acom dati Include metal edge strips at openings, 4"

1 A A e




Spec Quantity Units

Unit Price

Total Price

Spec#
Trade: 20 Floor Coverings
vinyl base around perimeter. Owner's cholce of in-stock color.
Trade: 23 Electric
7582 GFCI RECEPTACLE 1.00 EA

Spec #

Install a new ivory GFCI receptacle and requiréd distribution
with an appropriate box and with an ivory cover plate, Patch
any tea rout

Spec Quantity Units

Location Total:

Unit Price

Total Price

Trade:

1

General Requirements

Trade:

22

NO WORK REQUIRED 1.00 RM

This room has been inspected and requires no work.

Plumbing

6901

Trade:

23

VANITY--30" COMPLETE 1.00 EA

Install 2 30" plywood vanity; including top with backsplash, wash
bowl and single lever brass bodied chrome faucet with a
maximum 1.5 GPM flow rate. Include PVC drain attached to a
code legal plumbing vent, use type L copper or PEX supply
piping with brass bodied stops on all supply lines. Seal all
penetration through the floor, walls and cabinet for plumbing
connections using expanding foam or caulk and cover with
chrome eschucion plates. Cabinets must comply with California
93120 (formaldehyde content) or all exposed edges must be
sealed with a low-VOC sealant,

Electric

8137

UPDATE EXISTING ELECTRIC - BATHROOM 1.00 RM

Update the electrical fixtures in the bathroom including:

1) One 20A GFCI receptacle located near sink with a 20 AMP
circuit installed no more than 45" from the floor.

2) An ENERGY STAR approved ceiling mounted Fan/Light
fixture, such as the NuTone QTRENOSOFLT,or a Broan
QTXEOBOFLT capable of min. 80 CFM operating at 1 Sone or
less, with an integral damper, and vented to the exterior. The
fixture must accommodate 2 - GU24 fluorescent lamps. Switch
fan & light using a single switch with a time delay for the fan

such as the EFI Fan/Light Time Delay Switch part # 5100.505

{irr lvary)
http:/fwww.energyfederation.orgfconsumer/default. php/cPath/3g
_766_134 or equipped with a humidistat sensor. Install
galvanized metal duct the same diameter as the fan outlet and
vent to the exterior ideally through a wall or gable end using a
metal hooded vent of like diameter and with damper. All duct

e




Spec Quantity Units  Unit Price  Total Price

Electric

seams shall be sealed with duct mastic. Insulate the ductwork
with vinyl or foil faced R 8 minimum duct insulation. Repair any
damage to the ceiling Installation and air sea ianflight assembly
to the ceiling with low VOC caulk and air seal fan/light assembiy
to the ceiling with low VOC caulk.

3) One wall mounted chrome or nickel finish vanity light fixiure
using 3 - 13 watt GU24 base bulbs such as the Portfolio Model
# 26534 or the Efficient Lighting 3 lamp fixture model #
EL-210-03-318 installed above the sink.

Location Total:

Spec Quantity Units UnitPrice  Total Price

Spec#
Trade: 1 General Requirements
3 NO WORK REQUIRED .00 EA

This area requires no work.

Location Total:

e o T S

Unit Total for 127 W Ranch Road, Unit Unit 01;
Address Grand Total for 127 W Ranch Road:

Bidder:
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PROOF OF NO DELINQUENT TAXES OWED TO WEBB COUNTY

Name owes no delinquent property taxes to Webb
County.

owes no property taxes as a business in Webb County.

(Business Name)

owes no property taxes as a resident of Webb County.

(Business Owner)

Person who can attest to the above information

* SIGNED NOTORIZED DOCUMENT AND PROOF OF NO DELINQUENT TAXES TO
WEBB COUNTY.

The State of Texas

County of Webb
Before me, a Notary Public, on this day personally appeared , know to
me (or proved to me on the oath of to be the person whose name

is subscribed to the forgoing instrument and acknowledged to me that he executed the same for the
purpose and consideration therein expressed.

Given under my hand and seal of office this day of 2014,

Notary Public, State of Texas

(Print name of Notary Public here)
My commission expires the day of 20




Webb County
Conflict of Interest Disclosure

Effective January 1, 2006, Chapter 176 if the Texas Local Government Code requires that any vendor or
person considering doing business with a local government entity disclose in the Questionnaire Form
ClQ, the vendor or person's affiliation or business relationship that might cause a conflict of interest
with a local government entity. By law, this questionnaire must be filled with the records administrator
of Webb County no later than the 7 business day after the date the person becomes aware of facts
that require the statement to be filed. See Section 176.006, Local Government Code. A person commits
an offense if the person violates Section 176.006, Local Government Code. An offense under this section
is a Class C misdemeanor. The questionnaire may be viewed and printed by follawing the link before:

By submitting a response to this request, the vendor represents that it is in compliance with the
requirements of Chapter 176 of the Texas Local Government Code.

The Webb County Officials who come within Chapter 176 of the Local Government Code relating to filing
of Conflict of Interest Questionnaire (Form ClQ) inciude:

Webb County Judge Danny Valdez
Commissioner Mike Montemayor
Commissioner Rosaura "Wawi” Tijerina
Commissioner John Galo

Commissioner Jaime Canales

ludge Joe Lopez, Chairman, 49" judicial District
Judge Becky Palomo, 341 Judicial District
Judge Monica Notzon, 111™ Judicial District

PN A WN

Please send completed forms to the Webb County Clerk’s Office located at 1110 Victoria, Suite 201,
Laredo, Texas 78040.
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. CONFLICT OF INTEREST QUESTIONNAIRE . . FORM CIQ

For vendor or other person doing business with local govermnmental entity

This questlonnoirs reflocts changos moda to tho fow by H.B, 1491, Blth Log., Rogufur Sossion. OFFIGEUSE ONLY

This yuestionnaire is being fited In accordance with Chapler 178, Local Govemment Code Dale Ancelued
by a person who has a business relationshlp 25 defined by Seclion 176.001(1-a) with & local
povernimental entity snd the person meets requirements under Sarlion 176,006(a).

By law this queslionnalre must be fled wilh the records admirstalor of the local governmentat
enlily nol Izler than the 7th business day after the dale he person becomes aware of facts
thal require the stslement lo be fifed. See Seclion 176.008, Local Governmenl Gode.

A peison commils an ofiense if the parson knowingly violales Seclion 176.006, Lacal
Governmen! Code. An offense undar thls sectlon is a Class C misdemeanor.

1] Name of person who has a buslness ralationship with tocal govemmantal antity.

F
2l D Checi this box if you are fillng an updete loa previnusly Med queslionnaire.

{The law requires that you e an updaled compleled guestionnalre with the approprizle fillng aulherity no
later than the 7lh business day alier the date the criginally =d questionnalre bacomes incomplela or Inaccurate.)

3
2] Name of local government officerwith whom fller has employment or businass refationship,

Nama of Oflicar

This sectlon {ilem 3 Including subpars A, B, C & D} must be complaled lor each olficer wilh whom the filer has an
employmeni o other business relationship as defined by Szctian 176.001(1-a), Loca! Government Code. Atlach addltional
peges to this Form CIO as necessary.

A. s the local guvernmen! officer named I this seclion receiving or Jively to recaive taxeble income, other than invesiman)
inceme, lrom the filer of the questionneire?

O
B. Is the filer o) the questlonnaire recziving ac kaly g receive laxsbla Ingome, olher than invesiment income, from or al the

direclion of the local povaramen! officer named in Ihis section AND Ihe taxable Income Is #oi recelvad Irom the local
fgovemmenial aality?

|:I Yes |:] No

C. Is Ihe Ner of Ihis questionnalre employed by = carporalion or other business anlily wilh mspec! o which the local
bovernment olficer serves as an officer or direcior, or kolds an ownership ol 10 percent or more?

l:l Yes D Nn

D. Describe each employment or business retalinnship wilh the focal government ofiicer namad In this seclion,

Slonzlure of person dalng bustrgss with the goversmenta) enilty Bale

Adoped D5IZ3H20Q7




Texas Department of Form H2048
Agpriculture January 2008

CERTIFICATION
REGARDING DEBARMENT, SUSPENSION, INELIGIBILITY AND VOLUNTARY
EXCLUSION FOR COVERED CONTRACTS

PART A.

Federal Executive Qrders 12549 and 12689 require the Texas Department of Agriculture
(TDA) to screen each covered potential contractor to determine whether each has a right
to obtain a contract in accordance with federal regulations on debarment, suspension,
ineligibility, and voluntary exclusion. Each covered contractor must also screen each of
its covered subcontractors.

In this certification “contractor” refers to both contractor and subcontractor; “contract”
refers to both contract and subcontract.

By signing and submitting this certification the potential contractor accepts the following

terms:

1. The cerfification herein below is a material representation of fact upon which reliance
was placed when this contract was entered inta, If it is later determined that the
potential contractor knowingly rendered an erroneous certification, in addition to other
remedies available to the federal government, the Department of Health and Human
Services, United States Department of Agriculture or other federal department or
agency, or the TDA may pursue available remedies, including suspension and/ar
debarment.

2. The potential contractor will provide immediate written notice to the person to which
this certification is submitted if at any time the potential contractor learns that the
certification was erroneous when submitted or has become erroneous by reason of
changed circumstances.

3. The words “covered contract”, “debarred”, “suspended™, “ineligible®, “participant”,
“person”, “principal”, “proposal”, and “voluntarily excluded®, as used in this
certification have meanings based upon materials in the Definitions and Coverage
sections of federal rules implementing Executive Order 12549. Usage is as defined in
the attachment.

4. The potential contractor agrees by submitting this certification that, should the
proposed covered contract be entered into, it will not knowingly enter into any
subcontract with a person who is debarred, suspended, declared ineligible, or
voluntarily excluded fiom participation in this covered transaction, unless authorized by
the Department of Health and Human Services, United States Department of
Agriculture or other federal department or agency, and/or the TDA, as applicable.

Do you have or do you anticipate having subcontractors under this proposed contract?
1 Yes

[ No



Form H2048
Page 2/01-2008

5. The potential contractor further agrees by submitting this certification that it will
include this certification titled “Certification Regarding Debarment, Suspension,
Ineligibility, and Voluntary Exclusion for Covered Contracts” without modification, in
all covered subcontracts and in solicitations for all covered subcontracts.

6. A contractor may rely upon a certification of a potential subcontractor that it is not
debarred, suspended, ineligible, or voluntarily excluded from the covered contract,
unless it knows that the certification is erroneous. A contractor must, at a minimuin,
obtain certifications from its covered subcontractors upon each subcontract’s initiation
and upon each renewal.

7. Nothing contained in all the foregoing will be construed to require establishment of a
system of records in order to render in good faith the certification required by this
certification document. The knowledge and information of a contractor is not required
to exceed that which is normally possessed by a prudent person in the ordinary course
of business dealings.

8. Except for contracts authorized under paragraph 4 of these terms, if a contractor in a
covered contract knowingly enters into a covered subcontract with a person who is
suspended, debarred, ineligible, or voluntarily excluded from participation in this
transaction, in addition to other remedies available to the federal government,
Department of Health and Human Services, United States Department of Agriculture,
or other federal department or agency, as applicable, and/or the TDA may pursue
available remedies, including suspension and/or debarment,

PART B. CERTIFICATION REGARDING DEBARMENT, SUSPENSION,
INELIGIBILITY AND VOLUNTARY EXCLUSION FOR COVERED CONTRACTS

Indicate in the appropriate box which statement applies to the covered potential
contractor:

[0 The potential contractor certifies, by submission of'this certification, that neither it
nor its principals is presently debarred, suspended, proposed for debarment, declared
ineligible, or voluntarily excluded form participation in this contract by any federal
department or agency or by the State of Texas.

] The potential contractor is unable to certify to one or more of the terms in this
certification. In this instance, the potential contractor must attach an explanation for
each of the above terms to which he is unable to make certification. Attach the
explanation(s) to this certification.

Name of Contractor Vendor ID No. or Social Security No. | Program No,

Signature of Authorized Representative Date

Printed/Typed Name and Title of
Authorized Representative




Texas Department of Form H2049
Agriculture January 2008

CERTIFICATION REGARDING FEDERAL LOBBYING
(Certification for Contracts, Grants, Loans, and Cooperative Agreements)

PART A. PREAMBLE

Federal legislation, Section 319 of Public Law 101-121 generally prohibits entities from
using federally appropriated funds to lobby the executive or legislative branches of the
federal government. Section 319 specifically requires disclosure of certain Iobbying
activities. A federal government-wide rule, “New Restrictions on Lobbying”, published
in the Federal Register, February 26, 1990, requires certification and disclosure in
specific instances. ‘

PART B. CERTIFICATION

This certification applies only to the instant federal action for which the certification is
being obtained and is a material representation of fact upon which reliance was placed
when this transaction was made or entered into. Submission of this certification is a
prerequisite for making or entering into this transaction imposed by section 1352, title 31,
U.S. Code. Any person who fails to file the required certification shall be subject to a
civil penalty of not less than $100,000 for each such failure.

The undersigned cerlifies, to the best of his or her knowledge and belief, that:

1. No federally appropriated funds have peen paid or will be paid, by or on behalf of
the undersigned, to any person for influencing or attempting to influence an
officer or employee of any agency. a member of Congress, an officer or employee
of Congress, or an employee of a member of Congress in connection with the
awarding of any federal contract, the making of any federal grant, the making of
any federal loan, the entering into of any cooperative agreement, or the extension,
continuation, renewal, amendment, or modification of any federal contract, grant,
loan, or cooperative agreement.

2. Ifany funds other than federally appropriated funds have been paid or will be paid
fo any person for influencing or attempting to influence an officer or employee of
any agency, a member of Congress, an officer or employee of Congress, or an
employee of a2 member of Congress in connection with these federally funded
contract, subcontract, subgrant, or cooperative agreement, the undersigned shall
complete and submit Standard Form-LLL, “Disclosure Form to Report
Lobbying”, in accordance with its instructions. (If needed, contact the Texas
Department of Agriculture to obtain a copy of Standard Form-LLL.)



Form H2049
Page 2/01-2008

3. The undersigned shall require that the language of this certification be included in the
award documents for all covered subawards at all tiers (including subcontraets, subgrants,
and contracts under grants, loans, and cooperative agreements) and that all covered
subrecipients will certify and disclose accordingly.

Do you have or do you anticipate having covered subawards under this transaction?
I Yes

1 No

Name of Contractor/Potential Vendor ID No. or Social Security No. Program No.
Contractor

Name of Authorized Representative Title

Signature — Authorized Representative Date




References




A1001

Equal Opportunity Guidelines for Construction Contractors
Note: To be included in bid packet and distributed at the preconstruction conference (optional}

What are the responsibilities of the offeror or bidder to ensure equal
employment opportunity?

The offeror or bidder must comply with the "Equa! Opportunity Clause" and the
"Standard Federal Equal Opportunity Construction Contract Specifications.”

Are construction contractors required to ensure a legal working environment
for all employees?

Yes, it is the construction contractor's responsibility to provide an environment free of
harassment, intimidation, and coercion to all employees and to notify all foremen and
supervisors to carry out this obligation, with specific attention to minarity or female
individuals. '

To alleviate developing separate facilities for men and women on all sites, can
a construction contractor place all women employees on one site?
No, two or more women should be assigned to each site when possible.

Are construction contractors required to make special outreach efforts to
Section 3 or minority and female recruitment sources?

Yes, construction contractors must establish a current list of Section 3, minority and
female recruitment sources. Notification of employment opportunities, including the
availability of on-the-job training and apprenticeship programs, should be given to
these sources. The efforts of the construction contractors should be kept in file,

Should records be maintained on the number of Section 3 residents, minority
and females applying for positions with construction contractors?

Yes, records must be maintained to include a current list of names, addresses and
telephone numbers of all Section 3, minority and female applicants. The
documentation should also include the results of the applications submitted.

What happens if a woman or minority is sent to the union by the Contractor
and is not referred back to the Contractor for employment?

If the unions impede the construction contractor's responsibility to provide equal
employment opportunity, a written notice should be submitted to TDA.

What efforts are made by construction contractors to create entry-level
positions for Section 3 residents, women and minorities?

Construction contractors are required to develop on-the-job training programs, or
participate in training programs, especially those funded by the Department of Labor,
to create positions for Section 3 residents, women and minorities and to meet
employment needs.

Are any efforts made by the Contractor to publicize their Equal Employment
Opportunity (EEO) policy?

Yes, the construction contractor is responsible for notifying unions and sources of
training programs of their equal employment opportunity policy. Unions should be
requested to cooperate in the effort of equal opportunity. The policy should be
included in any appropriate manuals, or collective bargaining agreements. The
construction contractor is encouraged to publicize the equal employment opportunity
policy in the company newspaper and annual report. The Contractor is also
responsible to include the EEQ policy in all media advertisement.



10.

11.

12,

13.

14.

I5.

16.

17.

18.

Are any in-service training programs provided for staff to update the EEQ
policy?

At least annually a review of the EEO policy and the affirmative action obligations are
required of all personnel employees of a decision-making status. A record of the
meeting including date, time, location, persons present, subject matter discussed,
and disposition of the subject matter should be maintained.

What recruitment efforts are made for Section 3 residents, minorities and
women?

The construction contractor must notify, both orally and in writing, Section 3, minority
and female recruitment sources one month prior to the date of acceptance for
apprenticeship or other training programs.

Are any measures taken to encourage promotions for minorities and women?
Yes, an annual evaluation should be conducted for all minority and female personnel
to encourage these employees to seek higher positions.

What efforts are taken to insure that personnel policies are in accordance with
the EEQ policy?

Personnel policies in regard to job practices, work assignments, etc. should be
continually monitored to insure that the EEQ policy is carried out,

Can women be excluded from utilizing any facilities available to men?
No, ail facilities and company activities are non-segregated except for bathrooms or
changing facilities to ensure privacy.

What efforts are made to utilize minority and female contractors and
suppliers?

None, however records are kept of all offers to minority and female construction
contractors.

If a construction contractor participates in a business related association that
does not comply with affirmative action standards, does that show his/her
failure to comply?

No, the construction contractor is responsible for its own compliance.

Will a construction contractor be in violation of EEO policy and affirmative
action if he sets up one set of goals to include minorities and women?

Yes. There is a separate goal for minorities and a separate singie goal for women.
The construction contractor is required to provide equal employment opportunity and
to take affirmative action for all minority groups, both male and female, and all
women both minority and non-minority.

Can a construction contractor hire a subcontractor who has been debarred
from government contracts pursuant to EEO?

No. The construction contractor must suspend, terminate or cancel its contract with
any Subcontractor who is in violation of the EEOQ policy.

What effort has been taken by the construction contractor to monitor all
employment to insure the company EEO policy is being carried out?

The construction contractor must designate a responsible individuai to keep accurate
records of all employees that includes specific information required by the
government.



